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Advanced Functions

1

This machine provides various advanced functions to enhance a multifunctional capability. For example, it
provides functions such as voice guidance to help you carry out certain operations, a Web browser to facil-

itate Web browsing using the Touch Panel, and PDF processing to add PDF options.

The advanced functions are classified into functions that can be used in the standard setup and functions
that can be used by registering optional license kits. The types of advanced functions that are available are

as follows.

Function

Overview

Required option

Web browser

Allows you to use a Web browser on the Touch Panel of
this machine.

You can access contents on the Internet or corporate
networks through this machine connected to the net-
work to enable page viewing or file printing.

You can also access other MFP connected to the net-
work to use a User Box in the MFP via Web Connection.
For details on the Web browser function, refer to

page 3-2.

None

Voice guidance

Provides voice guidance to explain screens, keys, and
key operations, which helps the user carry out opera-
tions or prevent incorrect operations from being carried
out.

This function also helps people who have difficulty view-
ing the screen to carry out operations more smoothly via
voice guidance.

It is available on the Enlarge Display screen, Guidance
screen, Accessibility Settings screen, or Address Speci-
fication screen.

For details on the Voice guidance function, refer to
page 4-2.

Extension Mem-

ory

LK-104 v3
Local Interface
Kit

PDF processing

Allows you to use features such as the PDF file encryp-
tion with a user's digital certificate, addition of file prop-
erties, creation of a PDF/A-based PDF file, and PDF
linearization when sending a PDF file.

For details on the PDF processing function, refer to
page 5-2.

Extension Mem-

ory
LK-102 v3 or LK-
110 v2

Encrypted PDF (Digital
ID)

Allows you to encrypt a PDF file with a user's digital cer-
tificate when sending a PDF file.

For details on the Encrypted PDF (Digital ID) function, re-
fer to page 5-83.

Extension Mem-

ory
LK-110 v2

Searchable PDF

Allows you to paste transparent text data into a PDF file
when converting scanned original data into PDF files,
and create a searchable PDF file.

This function automatically creates text information from
scanned images using OCR character recognition tech-
nology.

For details on the Searchable PDF function, refer to
page 6-2.

Extension Mem-

ory
LK-105 v4

Searchable PDF (Fax
RX Document)

Allows you to create a searchable PDF file when convert-

ing a received fax to the PDF type and forwarding it to a

computer using the Forward TX function or TSI Routing

function.

e For details on the Forward TX function, refer to "Us-
er's Guide[Fax Operations]/[Receiving Options]".

e For details on the TSI Routing function, refer to "Us-
er's Guide[Fax Operations]/[Receiving Options]".

Extension Mem-

ory
LK-110 v2
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Function

Overview

Required option

Convert OOXML file

Allows you to convert the scanned original data to an
OOXML (DOCX or XLSX) file and send or save it. If nec-
essary, you can paste transparent text data into a file
and create a searchable OOXML file.

This function automatically creates text information from

scanned images using OCR character recognition tech-

nology.

e For details on how to specify the file type, refer to
"User's Guide[Descriptions of Functions/Utility
Keys]/[Scan/Fax]".

e For details on how to create a searchable OOXML
file, refer to page 6-4.

Extension Mem-

ory
LK-110v2

Compact PDF (Print RX
Document)

Allows you to select Compact PDF as the file type when
retrieving data saved in a User Box of this machine using
the printer driver to send it by E-mail or send it to a com-
puter.

For details on how to send data saved in a User Box, re-
fer to "User's Guide[Box Operations]/[Store Documents
as Files in MFP and Use Them Again When Necessary]".

Extension Mem-

ory
LK-110v2

High Quality Compact
PDF

Allows you to enhance the image processing accuracy
when creating a Compact PDF file.

This function also enhances the reproducibility of color-
ed text and lines. If necessary, you can specify an outline
character as a text search target.

Extension Mem-

ory
LK-110 v2

Bar code font

Allows you to generate a bar code based on data sent to
this machine from the ERP (Enterprise Resource Plan-
ning) system, and print it from this machine.

You can directly print data without using the printer driv-
er.

Extension Mem-
ory
LK-106

Unicode font

Allows you to print text information (unicode) of multiple
languages sent to this machine from the ERP (Enterprise
Resource Planning) system.

You can directly print data without using the printer driv-
er.

Extension Mem-

ory
LK-107

OCR font In the standard, the OCR-B font (PostScript) is available. | Extension Mem-
Enabling the advanced function allows use of the OCR- | ory
A font (PCL). OCR font is standardized font that enables | LK-108
text to be appropriately recognized when the OCR (Op-
tical Character Recognition) is used.
E-mail RX Print Allows you to print an E-mail attachment through this Extension Mem-
machine if an E-mail is sent to the E-mail address of this ory
machine. LK-110 v2
For details on the E-mail RX Print function, refer to "Us-
er's Guide[Print Operations]/[Printing without Using the
Printer Driver ]".
ThinPrint function Configure settings to enable the ThinPrint function in this | LK-111

machine.

ThinPrint is a function that realizes speedy printing by
performing data compression or broadband control
when sending a print job from ThinPrint Engine (.print
Engine) to ThinPrint Client (.print Client). This machine
operates as ThinPrint Client (.print Client).

For details on the ThinPrint function, refer to "User's
Guide[Web Management Tool]/[Associating with Exter-
nal Application]".

Universal Printing

A universal print group consists of multiple devices. Print
jobs sent from the user's computer and stored on a de-
vice can be executed through any device in the group.
For details on the universal print function, refer to

page 7-2.

Extension Mem-

ory
LK-114
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Function Overview Required option
TPM (Trusted Platform TPM (Trusted Platform Module) is a hardware chip used | LK-115v2
Module) for processing such as information encryption and de-

The following functions can

cryption. Security enhancement is realized by encrypting
confidential information such as certificates and pass-
words of this machine.

For details on TPM, refer to page 8-2.

be used by creating an association with the application software.

Function Overview Required option

My Panel Allows you to use the Touch Panel, which is customized My Panel Man-
only for you, through any MFP connected to the network. | ager application
The Touch Panel customization settings are stored on license
the My Panel Manager server. If necessary, they can be
changed on My Panel Manager.
For details on the My Panel function, refer to page 9-3.

My Address Allows you to use a dedicated address book through any | Extension Mem-
MFP connected to the network. ory
The dedicated address book is stored on the My Panel My Panel Man-
Manager server. If necessary, it can be edited on My ager device li-
Panel Manager. cense
For details on the My Address function, refer to
page 9-7.

Tips

. i-Option LK-110 v2 includes the function licenses for i-Option LK-102 v3 and LK-105 v4. If you pur-
chase i-Option LK-110 v2, you do not need to purchase i-Option LK-102 v3 or LK-105 v4.

° An advanced function to be associated with an application must be enabled on the application side.
For details, refer to the relevant application manual.
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T 1011

2 Registering License Kits
2.1 License Registration

To use some advanced functions, purchase a license kit, which are available for each function, and register
license information on the License Management Server (LMS). Also register a license code issued from LMS
on this machine to enable the required advanced function on this machine.

The following illustrates methods that are available to register a license kit on this machine. Select an appro-
priate method depending on your machine environment.

Method

Description

Reference

Automatically register-
ing a license via Internet

Allows you to connect this machine to LMS on the Inter-
net and automatically perform a procedure from a step
to register a license on this machine to a step to enable
an advanced function on this machine.

This machine must be connected to the Internet.

page 2-3

Manually registering a
license

Allows you to access the Web site of the License Man-
agement Server and register a target license on this ma-
chine when the machine cannot be connected directly to
the License Management Server on the Internet.
Manually enter all of information required to connect this
machine to the License Management Server.

page 2-4

Registering a license
using a USB memory
device

Allows you to access the Web site of the License Man-
agement Server and register a target license on this ma-
chine when the machine cannot be connected directly to
the License Management Server on the Internet.

The required registration information is transferred via a
USB memory device, which reduces the number of steps
required to manually enter information required for Ii-
cense registration.

page 2-6

To register advanced functions on this machine, the following information is transferred between this ma-

chine and LMS.

Code

Description

Place to gener-
ate

Request code

Used to identify this machine.

The function code and license code are generated based
on a request code.

They are generated using the Control Panel of this ma-
chine or Web Connection.

This machine

Token number Used to identify a contract that is set up to purchase a LMS
license for an advanced function.
This is required to enable a target advanced function.
Function code Used to identify each advanced function. LMS
License code Used to enable each advanced function. LMS
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2.2 Automatically Registering a License via Internet

Automatically perform a procedure from a step to register a license in this machine via the License Manage-
ment Server (LMS) on the Internet to a step to enable an advanced function on this machine.
v/ Check that this machine can be connected to the Internet.

v Toregister a license via Internet, connect this machine to the License Management Server through a
proxy server for remote diagnosis. How to configure a proxy server for remote diagnosis is explained
using Web Connection. For details, refer to "User's Guide[Web Management Tool]/[Associating with
External Application]".

1 Purchase a required license kit.

=> For details on the types of license kits, refer to page 1-2.
= License registration requires a token certificate included in a license kit.
=> For details on purchasing a license kit, contact your service representative.

2 Tap [Utility] - [Administrator Settings] - [License Settings] - [Install License] - [Token Code], and enter a
token number.

Select function(s> you wish 1o enable, and then
enter the License Code.
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= A token number is shown in the token certificate.

= When necessary, you can enter a token number using Web Connection. In the administrator mode,
select [Maintenance] - [License Settings] - [Install License] - [Install License using the Token Code.]
to enter a token number.

3 Tap [Install].

4 Check the token number you entered, select [Yes], then tap [OK].

This machine establishes communication with the License Management Server, and enables the ad-
vanced function managed by the token number. When the license registration and advanced function
enabling steps are ended normally, this machine restarts automatically.
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2.3

Manually Registering a License

Access the Web site of the License Management Server (LMS), and manually register a target license in this
machine in the case when the machine is not able to be connected to the Internet.

You can obtain information (license code) required to enable an advanced function by registering a license.
When the obtained license code is entered on this machine, a target advanced function becomes available.

1

Purchase a required license Kkit.

= For details on the types of license kits, refer to page 1-2.

- Atoken certificate included in a license kit is required to register a license on this machine using
LMS.

= For details on purchasing a license kit, contact your service representative.

Tap [Utility] - [Administrator Settings] - [License Settings] - [Get Request Code], select [Yes], then tap

[OK].

This displays the serial number of this machine and the request code on the screen.

= Tapping [Print List] allows you to print the serial number and request code displayed on the screen.

= When necessary, you can get a request code using Web Connection. In the administrator mode,
select [Maintenance] - [License Settings] - [Get Request Code] to get a request code. Make a note

on the serial number and request code displayed on the screen, or print out the target page on the
Web browser.

Open the Web browser through a computer connected to the Internet, and connect this machine to the
Web site of the License Management Server (LMS).

- The Web site address of the License Management Server is shown in the token certificate included
in the license kit.

4 Register the following information of this machine on the Web site of the License Management Server
(LMS).
Item Description
Request code Used to identify this machine.
This code is displayed on the screen when issued.
Serial number Displays the serial number of this machine.
This number is displayed on the same screen for a request code when you get
a request code.
Token number Used to identify a contract that is set up to purchase a license for an advanced
function.
A token number is shown in the token certificate.
5  Check the registered contents, and issue a license code.

You will receive function and license codes.
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6 Select [Utility] - [Administrator Settings] - [License Settings] - [Install License] - [Function/License Code],
and register the function and license codes issued via the Web site of LMS on this machine.

Select function{(s> you wish 1o enable, and Then
enter the License Code.

Bookmark
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Install

Close )
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-> When necessary, you can register function and license codes using Web Connection. In the ad-
ministrator mode, select [Maintenance] - [License Settings] - [Install License] - [Install License using
Function Code and License Code.], and register function and license codes.

7 Tap [Install].

8  Check the function and license codes you entered, select [Yes], then tap [OK].

The target advanced function is enabled on this machine. Then, this machine restarts automatically.
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2.4

Registering a License Using a USB Memory Device

Access the Web site of the License Management Server (LMS), and manually register a target license in this
machine in the case when the machine is not able to be connected to the Internet.

Registering a license allows you to store a file for enabling an advanced function on a USB memory device.
Insert a USB memory device into this machine, and enable an advanced function without manually entering
a license code.

Purchase a required license Kkit.

= For details on the types of license kits, refer to page 1-2.

- A token certificate included in a license kit is required to register a license on this machine using
LMS.

= For details on purchasing a license kit, contact your service representative.

Open the Web browser through a computer connected to the Internet, and connect this machine to the

Web site of the License Management Server (LMS).

= The Web site address of the License Management Server is shown in the token certificate included
in the license kit.

Register the following information of this machine on the Web site of the License Management Server
(LMS).

Item Description

Serial number Displays the serial number of this machine.

Token number Used to identify a contract that is set up to purchase a license for an advanced
function.
A token number is shown in the token certificate.

Check the registered contents, and store a file required for enabling a license on a USB memory device.
Insert the USB memory device, in which you stored a file required to enable a license, into this machine.

Tap [Utility] - [Administrator Settings] - [License Settings] - [Install License from Ext. Memory], select
[Yes], then tap [OK].

The target advanced function is enabled on this machine. Then, this machine restarts automatically.

[Advanced Function Operations] 2-6



3 Using the Web Browser

Function




3.1

Web Browser Function

I 1 —
Using the Web Browser Function

3

3.1

Web Browser Function

Available operations with the Web Browser function

Enabling the Web browser function on this machine allows you to access a Web browser using the Touch

Panel of this machine.

The Web browser function supports the following operations.

Displaying and printing Web contents on the Internet or intranet

Displaying, printing, and saving a file on the Internet or intranet

Uploading scanned original data (via a server on the Internet or intranet)

Uploading a file in a User Box (via a server on the Internet or intranet)

Using a file in a User Box of an MFP on the network (via Web Connection)

Using dedicated Web browser settings (must be associated with My Panel Manager)

POSEIDON-10_MCO007989A_D.EPS

Specifications of Web browser

The following shows the major specifications of the Web browser to be used on this machine.

Item

Specifications

Browser engine

WebKit

Protocol

HTTP (HTTP/1.1), HTTPS, TCP/IP

Markup language

HTML 4.01, a part of HTML 5, XHTML 1.1/Basic

Style sheet

CSS1, CSS2.1

Script language

JavaScript 1.7, ECMAScript 3rd Edition, Ajax (Limited to the JavaScript-sup-
ported range only)

DOM Level 1, 2
File type JPEG, BMP, PNG, GIF, animation GIF, PDF
SSL/TLS version SSL 3.0, TLS 1.0

Character code

Japanese (Shift_JIS), Japanese (ISO-2022-JP), Japanese (EUC-JP), Chinese
Simplified (GB2312), Chinese Traditional (Big5), Western European (ISO-8859-
1), Unicode (UTF-8)

PDF viewer

1 Tips

Adobe® Reader® LE

. The Web browser allows you to intuitively operate Web contents using gestures such as tapping and
flicking. For details on the gestures supported by this machine, refer to "User's Guide[Control Pan-
ell/[Operations of Touch Panel and Explanation of Major Screens]". However, the long-tap operation is

not supported.
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Note

Using the Web browser on this machine, you can access contents on the Internet using the Touch Panel of
this machine.

Users will bear a responsibility for contents accessed, downloaded, and uploaded using Web Browser in the
MFP, and other communicated contents. Users shall conform to the company rules and laws of the country
where this machine is used.

KONICA MINOLTA, INC. and its group businesses will not bear any responsibility for use of the Internet by
users.

[Advanced Function Operations] 3-3



3.2

Enabling the Web Browser Function (for the administrator) 3

3.2

Enabling the Web Browser Function (for the administrator)

Enabling the Web browser function

v

To enable the Web browser function, this machine is automatically connected to the License Manage-
ment Server (LMS) on the Internet in order to register the license. Check that this machine can be con-
nected to the Internet before beginning this procedure.

To register a license via Internet, connect this machine to the License Management Server through a
proxy server for remote diagnosis. How to configure a proxy server for remote diagnosis is explained
using Web Connection. For details, refer to "User's Guide[Web Management Tool]/[Associating with
External Application]".

If this machine cannot be connected to the License Management Server, you need to manually register
the license. Before enabling the Web browser function, access the Web site of the License Manage-
ment Server from the computer, then obtain license information required to enable the Web browser
function. For details on how to obtain license information, refer to page 3-4.

Tap [Utility] - [Administrator Settings] - [Network Settings] - [Web Browser Setting] - [Web Browser Us-
age Settings].

Select [ON], then tap [OK].

This machine restarts automatically, and the Web browser becomes available.

If you have not been able to enable the Web browser function, go to step 3 to register license informa-
tion obtained from the website of the License Management Server.

Register license information on this machine.

= Ifthe file required to enable the license is stored on the USB memory, insert the USB memory device
into this machine, then select [Install License from Ext. Memory]. Select [Yes] and tap [OK] to start
processing to enable the Web browser function.

= To manually enter the license code, select [Function/License Codel], enter the license code, then tap
[Install]. Select [Yes] and tap [OK] to start processing to enable the Web browser function.

This machine restarts automatically, and the Web browser becomes available.

Obtaining license information

If this machine cannot be connected to the License Management Server (LMS), you need to manually register
the license. Before enabling the Web browser function, access the Web site of the License Management
Server through the computer, then obtain license information required to enable the Web browser function.

Select [Utility] - [Device Information] to display the serial number of this machine, then write down it.

Open the Web browser through a computer connected to the Internet, and connect this machine to the
Web site of the License Management Server (LMS).

- Web site address: https://Ims.konicaminolta.com/activate

Enter the serial number of this machine on the Web site of the License Management Server (LMS).

A license code is issued.
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3.3 Basic Usage

3.3.1 Starting the Web Browser

Use the following steps to start the Web browser.
° Tap [Web Browser] in the main menu.

° Press the hardkey on the Control Panel assigned to the [Web Browser], or press the softkey on the
slide menu.

vility Counter

Select function to use.

o B
Browser

Starting the Web browser displays the preset home screen.

1 Tips

° If this machine is associated with My Panel Manager, it displays the home page specified by the login
user.

° If you press the Access key on the Control Panel while user authentication or account track is not in-
stalled, the Web browser restarts.

@ Reference

To start the Web browser from the Register key on the Control Panel, assign it to the Register key. For details,
refer to "User's Guide[Control Panel]/[Changing a Function to be Assigned to a Register Key]".

To start the Web browser from the Register key on the slide menu, assign it to the Register key. For details,
refer to "User's Guide[Control Panel]/[Operations of Touch Panel and Explanation of Major Screens]".

3.3.2 Configuration of Web Browser

Screen layout

The Web browser screen is comprised of the following components.

« ¢ ‘ ‘ Oh |
Previous Reload Home Print Menu
- — [+] 3

Home Corporate Information  Investor Relations  Sustainability News Releases R&D Contact

© Americas

© Asia Pacific

© Europe

ZEUSS-20_MENO008598A_D_01.TIF

[Advanced Function Operations] 3-5



3.3 Basic Usage 3

No. Name Description

1 Window Displays the contents of a loaded page.

If the screen has multiple windows, their tabs are displayed at the top
of the screen. Tapping a tab switches windows.

This system supports up to five tabs.

Tapping [x <POSEIDON-10_MC0007486A_D.EPS>] of a tab closes a page.

2 Toolbar Tapping an icon on the toolbar moves and reloads a page, or displays
and adds a favorite.

If you enter a URL into the address entry field, you can directly visit a
page at the specified URL.

The toolbar supports Web browser settings.

For details on the toolbar, refer to page 3-6.

3 Icon Displays the operating status of the Web browser.

e The currently connected icon is displayed during page loading.

e |f an optional Local Interface Kit is installed on this machine, the
speaker volume is displayed by the speaker icon.

Tapping the speaker icon allows you to adjust the speaker volume.

For details, refer to page 3-10.

Description of the toolbar

The toolbar has the following available buttons.

Icon Description
[Previous] Brings you back to the previous page.
[Forward] Brings you to the next page.
[Reload] Reloads and updates the displayed page.
If you tap this icon while loading a page, page loading stops.
[Home] Displays the page registered as the home.
The blank page is registered as a default.
[Print] Prints the currently displayed page.
[Menu] Configures Web browser settings.

Two types of menus are available; one for the user and one for the administrator.

3.3.3 Displaying Web Pages

Specifying a URL
Enter a URL into the address entry field on the toolbar to directly display a target page.

<

Reload

o

Home

[

‘ Print

l )

Menu

[
[+]

Home Corporate Information  Investor Relations ~ Sustainability ~News Releases R&D Contact

© Americas Worldwide Gateway
© Asia Pacific =3

© Europe

ZEUSS-20 MEN008603A_D 0. TIF

Tapping the text entry field on the toolbar displays the keyboard on the screen. Enter the URL of a desired
page, then tap [OK].

1 Tips

. Tapping [C] deletes all of the URLs you entered.
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Using the browsing logs

Select a desired page from a list of pages displayed up till the current time.
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Tapping [Menu] - [Log] on the toolbar displays a list of pages displayed up till the current time.
Select a desired page from the list, then tap [Same Tab] or [New Tab].

1 Tips

° To delete a log, you need to enter the administrator password of this machine.
[Delete All]: Deletes all logs.
[Delete]: Deletes a selected page from the log list.

° This machine stores up to 100 page browsing logs.

° If this machine is associated with My Panel Manager, it displays up to 20 page browsing logs of a user
managed via the server.

Displaying Favorites

Select a desired page from a list of favorites registered on this machine.
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Add Bookmark
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Tapping [Menu] - [Bookmark] - [Favorites] on the toolbar displays a list of favorites registered on this machine.

Select a desired page from the list, then tap [Same Tab] or [New Tab].

1 Tips

. Tapping [Display Thumbnail] or [Detail View] enables you to switch a method to display a favorites list.
. Tapping [Edit/Delete] enables you to change the title and URL of a favorite.

° If this machine is associated with My Panel Manager, it displays favorites of a user managed via the
server.

° To delete a favorite, you need to enter the administrator password of this machine.
[Delete All]: Deletes all favorites.
[Edit/Delete] - [Delete]: Deletes a selected page from the favorites list.

@ Reference

For details on how to add a favorite, refer to page 3-8.
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3.3.4 Operating the Currently Displayed Page

Adding a favorite (for the administrator)

Add the currently displayed page as a favorite to this machine.

To add a favorite, you need to enter the administrator password of this machine.

u
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Display a page to be added as a favorite, then tap [Menu] - [Bookmark] - [Add Bookmark].

When necessary, change a page title, then tap [OK].

1 Tips

° This machine can store up to 100 favorites

° If this machine is associated with My Panel Manager, you can add a favorite without entering the ad-

ministrator password. Up to 20 favorites can be stored on the server.

Printing the currently displayed page

Print the currently displayed page through this machine.
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Tapping [Print] on the toolbar displays the print screen.

Configure print settings as required, then press the Start key to start printing the currently displayed page.

The print screen allows you to configure the following print settings.

Settings Description

[Color] Select a color mode to print.

[Paper] Select the size of paper for printing.

[Simplex/Duplex] Select whether to print one side or both sides of sheets of paper.

[Finishing]

Configure settings for collating, grouping, offsetting, stapling, hole punching,
folding, or binding.

The available functions vary depending on which optional units are installed on
this machine.
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Tips
° If you attempt to print a page that consumes a lot of memory or a JPEG image, a loading error may
occur, resulting in a printing failure.

° When file downloading is prohibited on the Web browser, this function is not available.

Changing the page display method

Select [Menu] - [Display] on the toolbar to enlarge or reduce the size of a page or change the character code.

< T — N
Previous Reload Home Print Menu
© m B, X|a, | €& w. O -::’H
Log Bookmark Tab Full Screen| Display Settings |Del. History|  Help Res!
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b m EUSS-20_ MEN008595A D _01.TIF
Settings Description
[Zoom In] Enlarges a page.
[Zoom Ouit] Reduces a page.
[Zoom Reset] Returns the enlargement or reduction ratio of a page to full size.

[Change Only Text Size] | Select this check box to enlarge or reduce only the text size when [Zoom In] or
[Zoom Out] is enabled.

[Font] Select a required font when displaying contents with no font specified. To use
this function, you need to enter the administrator password of this machine.

[Character Code] Change the character code. The character code select screen is grouped for
each region, which is to be displayed.

If any garbled characters are detected, specify any character code, then
switch the display of the Web page to deal with such an error.

Tips
° You can also use the pinch-in or pinch-out gesture to enlarge or reduce page size.

Operating a window

Select [Menu] - [Tab] on the toolbar to operate tabs.

s ¢ @ [ || B[
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Settings Description
[New Tab] Opens a new tab.
[Close Tab] Closes the currently displayed tab.
Tips
. Tapping [Menu] - [Full screen] on the toolbar displays the window at full screen size. Tapping [Normal
Disp.] on the full screen returns to the original display size.
Adjusting the sound to replay content
If a Local Interface Kit is installed on this machine, you can hear the sound of the currently displayed Web
page or animation content through speakers.
Tapping the speaker icon on the Web browser page allows you to adjust the speaker volume.
° To increase the volume one level, tap [Higher].
° To decrease the volume one level, tap [Lower].
. To put the speaker on mute, select the [Mute] check box.
Mute DJ Lower J Higher J
QK
POSEIDON-lOiMENOOSOSSAiD.TIL
3.3.5 Using a Web File

Printing a Web file
If a displayed page is linked to a file, the file can be printed through this machine.
This machine provides a capability that prints a PDF file, XPS file, OOXML file, PPML file, or TIFF file.

1 Tap a link to a file to be printed.

2 Tap [Print].
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Cancel
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3 Configure print settings as necessary.

Settings Description
[Color] Select a color mode to print.
[Paper] Select the size of paper for printing.
[Simplex/Duplex] Select whether to print one side or both sides of sheets of paper.
To specify 2-sided printing, select the binding position.
[Finishing] Configure settings for collating, grouping, offsetting, stapling, hole punching,

folding, or binding.
The available functions vary depending on which optional units are installed on
this machine.

[Print range]

When printing a PDF file, specify the range of pages to be printed.

[Application] - [Combi-
nation]

4 Press the Start key.

Printing starts.

Tips

Configure settings to combine multiple pages onto one page for printing.

. If you attempt to print a file that consumes a lot of memory or a JPEG image, a loading error may occur,
resulting in a printing failure.

. When file downloading is prohibited on the Web browser, this function is not available.

° When you print a password protected PDF file, the file is stored in the Password Encrypted PDF User
Box. To print files from Password Encrypted PDF User Box, refer to "User's Guide[Box Opera-
tions]/[Print an Encrypted PDF (Password Encrypted PDF)]".

Displaying a Web file

If a displayed page is linked to a file, the file can be displayed on the Touch Panel of this machine.

This machine can display a PDF file.

1 Tap a link to a file to be displayed.

2 Tap [View].

The linked PDF file is displayed on the Touch Panel.

<
ES

T 0
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¢

Cancel
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3 Operate the toolbar to check the contents of the file.

Tips

. When file downloading is prohibited on the Web browser, this function is not available.

Saving a Web file in a User Box

If a displayed page is linked to a file, the file can be saved in a User Box of this machine.
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This machine provides a capability that saves a PDF file, XPS file, OOXML file, PPML file, or TIFF file.
1 Tap a link to a file to be saved.
2 Tap [Save].
Print View S
ZEUSS-20 MENOOS600A D> 03. TIF
3 Select a User Box in which to save a file, then tap [OK].
4 Tap [Start] or press the Start key.
The file is saved in the selected User Box.
Tips
° When file downloading is prohibited on the Web browser, this function is not available.
3.3.6 Uploading a File from This Machine

Before using this function

Use the Web browser of this machine to upload original data scanned by this machine or a file in a User Box
of this machine to a Web site.

Note the following points when uploading a file from this machine.

The types of files that can be uploaded are PDF, Compact PDF, TIFF, XPS, Compact XPS, and OOXML.
Multiple files cannot be uploaded at the same time.

If you perform one of the following operations after selecting a file to be uploaded, the job is deleted.
The selected file is also deleted.

The System Auto Reset function has been started.

The Web browser has been closed.

A page has been updated by operating the toolbar on the Web browser.
The Web browser has been restarted.

You have logged out of this machine.

The power has been turned off.

The Reset key has been pressed to reset the panel.

Tips
When file uploading is prohibited on the Web browser, this function is not available.

Scanning original data for uploading

1

Display a page to upload a file on the Web browser of this machine, then tap [Browse].
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2 Tap [Scan].

e select the function for the file to be upleaded.

Box/Scan Menu

Scan User Box

- =

Close
ZEUSS-20 MENOOS601A_ D01 TIF

3 Place the original to be uploaded on this machine.
4 necessary, change scan settings

5 Press the Start key.

When scanning ends, the file name of the scanned original data is displayed in the text box of the page.

6  Tap[OK].

This then starts uploading of the selected file.

Uploading a file in a User Box
1 Display a page to upload a file on the Web browser of this machine, then tap [Browse].

2 Tap [User Box].

e function for the file to be uplo

Box/Scan Menu

Scan User Box

ZEUSS-20 MENOOSG0IA D 02.T1F
3 Select a User Box that contains a file to be uploaded, then tap [Open].
- You can select a Public User Box or Personal User Box.
4 Select afile to be uploaded, then tap [Upload].
5 i necessary, change the send settings.

6 Press the Start key.

This displays the name of the selected file in the text box of the page.

7 Tap[OKI.

This then starts uploading of the selected file.

[Advanced Function Operations]



3.3 Basic Usage 3

3.3.7 Setting Up the Operating Environment

Tap [Menu] - [Settings] on the toolbar to configure the detailed settings of the Web browser. To display [Scan
Settings], you need to enter the administrator password of this machine.

[Machine Data 1] tab

Settings Description
[Cache] Configure the cache function of the Web browser as necessary.
e [Enable Cache]: Select this check box to use the cache function in the Web
browser.
e [Delete Cache]: Tap this button to delete all the cache data stored in this
machine.
e [Delete Cache Conditions]: Select a timing to delete cache data.
[Cookies] Select the [Enable Cookie] check box to use cookie data.
[JavaScript] Select the [Use JavaScript] check box to enable JavaScript embedded in a

page.

[Animation Player]

Select the [Play Animation] check box to play video content embedded in a
page.

[Software Keyboard]

Select the [Use External Keyboard] check box to enter text using the keyboard
displayed on the screen even when an external keyboard is installed on this
machine.

[Proxy Settings] Tap this button to configure settings to use a proxy server.
To use a proxy server, enter its address and port number.
If proxy authentication is required, enter the appropriate ID and password.
In [No Proxy for following domain], you can specify a domain that is not con-
nected via a proxy server. Directly enter the IP address of the domain, or use
an asterisk (*) to specify any address range. For example, to specify the range
from "192.168.1.1" to "192.168.1.255", type in "192.168.1.*".

[Security Settings] Tap this button to enable SSL/TLS.

This function also displays a root or CA certificate.

[Access Log]

[Machine Data 2] tab

Settings

Tap this button to check all users' access logs.
Each access log shows a user number, user name, URL of an accessed page,
and access date and time.

Description

[Homepage]

Enter a URL of a page to be registered as a home page.
Tapping [Set as Home Page] registers the currently displayed page as a home

page.

[Start Up Page]

Select a page to be displayed when the Web browser has been started.

[Cookies]

Configure cookie settings for Web browser.

¢ [Manage Cookies]: Tap this button to display a list of cookies stored on this
machine.

e [Delete Cookie Conditions]: Select a timing to delete a cookie from this ma-
chine.

[Authentication Infor-
mation]

Tips

Configure authentication information such as a password for the Web browser.

e [Delete]: Tap this button to delete all the authentication information stored
on this machine.

e [Delete Authentication Information Conditions]: Select a timing to delete
authentication information from this machine.

If [ON (MFP)], [External Server Authentication], or [Main + External Server] is specified as the user authenti-
cation method or if this machine is associated with My Panel Manager, the following settings can be saved
for each user.

° [Homepage]
° [Start Up Page]
o [Cookies] setting
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° [Authentication Information] setting

@Related setting (for the administrator)
. Specify whether to allow the user to perform user data setting operations on the Web browser (default:
[Administrator Only]). For details, refer to "User's Guide[Descriptions of Functions/Utility Keys]/[Utility]".

3.3.8 Deleting log information

Select [Menu] - [Del. History] on the toolbar to delete cookies, cache data, authentication information, and

other information.

Settings

.
- AR —— [ D=
Previous Reload | Home Print | Menu
wx
© m_ B, ¥ « @
log | Bookmark Tab FullScreen Display | Settings [Del.History
L [+] Delete All

Delete Cockies

Home Corporate Information  Investor Relations  Sustainability News ReleasesiSUSUGAL CIRLEELL

Delete Cache

© Americas Worldwide Gateway EEEDGETRL

© Asia Pacific

EN008606A D 01.TI

PRI
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Description

[Delete All]

stored on this machine.

Deletes all cookies, authentication information, cache data, and browsing logs

[Delete Cookies]

Deletes all cookies stored on this machine.

being leaked.

Deleting cookies prevents information used to access a Web page, or personal
information such as the ID or password you entered on the Web page, from

[Delete Authentication

Information]

Deletes all authentication information stored on this machine.

[Delete Cache]

Deletes all cache data stored on this machine.

[Delete History]

3.3.9 Restarting the Web Browser
Tap [Menu] - [Restart] on the toolbar to restart the Web browser.

3.3.10 Displaying Web Browser Information

Tap [Menu] - [Help] on the toolbar to display information of the Web browser.

Deletes all browsing logs stored on this machine.
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3.4 Using Web Connection

3.4.1 Operations Using Web Connection

Web Connection is a utility software product for management, which is built in an MFP.

Access an MFP on the network via the Web browser of this machine to display Web Connection and share
files in a User Box of the MFP.

3.4.2 Displaying Web Connection

How to access

Start the Web browser of this machine, and specify the IP address of the MFP to be accessed.

1 Tap the address entry field on the toolbar of the Web browser.
The keyboard page appears.

2 Enter the IP address of the MFP to be accessed, and then tap [OK].

This displays the Web Connection page of the accessed MFP on the Web browser screen.

Layout of Web Connection page

The Web Connection page is comprised of the following components.

-

Previous

<

Reload

oY

Home

[

I
Box [T‘ )

| £ usert {Cogout } ~

Open User Box

Menu

Boxis the function to save documents in the machine
Dacuments in the Box can be used for printing, sending etc. 3

User Box Number (1-999999999)
User Box Password OK

User Box List
Search from Index ALL

.
Tz e n
User Box

Neor ey |User Box Name Type Time Stored

Page Display(50/page)

1 box1 Public 101/06/2015 02:08
2 box2 Personal 101/26/2015 00:33
3 & o Public 01/26/2015 00:34 v

ZEUSS-20_MENO008599A_D_01.TIF

No. Name Description

1 Login user name Displays the login mode and user name.

[Logout] Press this button to log out of Web Connection.

Contents display Displays the details of Web Connection.
The User Box function appears when accessing via the Web browser
of this machine.

Login and logout
The login page appears when user authentication or account track is installed in the accessed MFP.
Enter the required information such as a user name, and log in to Web Connection.

When changing to other login mode after logging in to Web Connection, log out of Web Connection once.
Tap [Logout] on the upper right of the page to return to the login page.

[Advanced Function Operations] 3-16



3.4 Using Web Connection 3

3.4.3 Using a User Box in an MFP on the Network

Open User Box

Logging in to Web Connection displays a list of User Boxes registered in the accessed MFP.

Tap the desired box name from Public User Box, Personal User Box, or Group User Box to open it.

Tips
° You can also open a desired User Box by directly entering the box number.
° If the box is password protected, you need to enter the password.

Printing a file in a User Box
1 Open a User Box.

2 Selectafile to print, and execute printing.

- Some files may not be printed even if selected.
3 When necessary, change print settings, then tap [OK].
4 Tap [Open File].

5 Tap [Print].

o
<
z

0]
[ 13
[
¢

Cancel {:
ZEUSS-20_MENO008600A_D_01.TI

6 When necessary, change print settings, then press the Start key.
Printing starts.

Deleting a file in a User Box

1 Open a User Box.

2 Select a file to delete, and execute deleting.

This deletes the selected file from the User Box in the accessed MFP.
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3.5 Associating with My Panel Manager

Associating the Web browser with My Panel Manager allows you to use the dedicated Web browser settings
in any MFP on the network.

This function manages the frequently accessed pages or favorite pages on a server, enabling you to com-
fortably carry out operations with the usual level of work efficiency even if you log in to any MFP.

My Panel Manager allows you to manage the following settings and information for each user.

Home page

Favorites

Page display history

URL input history

Cookie

Authentication information

@ Reference

For details on My Panel Manager, refer to page 9-2.

You can also edit the registration information of a home page and favorites using My Panel Manager. For
details, refer to the My Panel Manager manual.
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3.6 Restricting the Use of Web Browser

Restricting file operations on a Web browser

Select whether to allow file uploading or downloading on a site displayed on the Web browser.

Tap [Utility] - [Administrator Settings] - [Network Settings] - [Web Browser Setting] - [File Operation Per-
mission Setting].

Specify whether to allow file operations.

Item Description

[Upload] Select whether to allow uploading of data scanned on this machine to the site
displayed on the Web browser.

To allow uploading of data to only the specified site, select [Permitted URL On-
ly], then enter the URL of the site to allow uploading of files to (using up to 256
characters).

[ON] is specified by default.

[Download] Select whether to allow downloading of files from the site displayed on the
Web browser.

When you allow downloading of data from only the specified site, select [Per-
mitted URL Only], then enter the URL of the site to allow downloading of files
from (using up to 256 characters).

[ON] is specified by default.

Restricting the use of Web browser for each user
If user authentication is installed on this machine, you can restrict use of the Web browser for each user.

Tap [Utility] - [Administrator Settings] - [User Authentication/Account Track] - [User Authentication Set-
tings] - [User Registration].

Select a user for whom you want to restrict the use of the Web browser, then tap [Edit] - [Function Per-
mission).

=> When restricting the use the Web browser for public users, tap [T <c754 MCo690A D.EPS>], and select
[Public].

Restrict the use of the Web browser.

=> To prohibit the use of the Web Browser, select [Restrict].

= To restrict file operations on the Web browser, select [Allow] - [Individual Allowance], then specify
whether to allow upload and download operations.

Restricting the use of local contents

If the IWS (Internal Web Server) function is enabled on this machine, you can transfer Web page contents
(local contents) to the hard disk of this machine, and access them via the Web browser of this machine. You
can also use static content and script-base dynamic content to fit your environment.

When necessary, the administrator of this machine can configure settings to prevent local contents stored
on the hard disk of this machine from being accessed via the Web browser of this machine.

Tap [Utility] - [Administrator Settings] - [Security Settings] - [Security Details].

Set [Web browser contents access] to [Restrict], then tap [OK].

@ Reference

For details on the IWS function, refer to "User's Guide[Web Management Tool]/[Associating with External Ap-
plication]".

[Advanced Function Operations] 3-19



3.6 Restricting the Use of Web Browser 3

[Advanced Function Operations] 3-20



I Using Voice Guidance




4.1 Voice Guidance 4

I 1 —
4 Using Voice Guidance
4.1 Voice Guidance

Provides voice guidance to explain screens, keys, and key operations, which helps the user carry out oper-
ations or prevent incorrect operations from being carried out. This function also helps people who have dif-
ficulty viewing the screen to carry out operations more smoothly via voice guidance.

Display the Enlarge Display screen, Guidance screen, or Accessibility Settings screen, and perform the fol-
lowing operations to activate voice guidance function.

° Press the Voice Guide key (when an optional Keypad KP-101 is installed)

° Press the Register key assigned to the voice guidance function

If you tap the voice icon on the screen in the fax/scan mode, this machine reads out the operation procedure

when you directly enter a fax number.
- EEEEEEEENER
EEEEEEER
EEEEEEEENER

POSEIDON-10_MCO007990A_D.EPS

1 Tips

° To use this function, the optional Extension Memory, i-Option LK-104 v3, and Local Interface Kit are
required.

° Installing an optional Keypad KP-101 into this machine makes it possible to operate the voice guidance
using the Keypad. There is no need to assign the voice guidance into the Register key.
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4.2 Operations Required to Use This Function (for the Administrator)

Activate the voice guidance

To use voice guidance, activate the voice guidance function on this machine.
Tap [Utility] - [Administrator Settings] - [Voice Guidance Settings].
Set [Voice Guidance] to [Yes].

Tap [OK].
The voice guidance function is activated on this machine.

Assign the voice guidance into the Register key

When an optional Keypad KP-101 is not installed, assign the voice guidance to the hardkey on the Control
Panel or slide menu.

Select [Utility] - [Administrator Settings] - [System Settings] - [Registered Key Settings], then tap [Hard
Key] or [Softkey].

Select the desired Register key, then set [Voice Guide].

Tap [OK].
The voice guidance is assigned to the Register key.
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4.3 Changing the Volume and Replay Speed of Voice Guidance

Change the volume and replay speed of voice guidance.
1 Tap [Accessibility Setting] - [Voice Guidance Settings] on the main menu.

2 Change the volume and replay speed of voice guidance.

Voice Guidance Settings
Yes J No J
Volume s
Voice Speed j Std.
OK
ZEUSS-20_MEN008605A_D.TIF
Settings Description
[Yes]/[No] Select [Yes] to enable voice guidance.

[No] is specified by default.

[Volume] Change the volume level of voice guidance.

e [Higher]: Turns up the volume one level.

e [Lower]: Turns down the volume one level.
[5] is specified by default.

[Voice Speed] Select the replay speed of voice guidance.
e Select the desired one of three levels: [Faster], [Std.], and [Slower].
[Std.] is specified by default.

3  Tap[OK].
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4.4 How to Use Voice Guidance

Starting voice guidance

Display a screen that supports voice guidance, and perform the following operations to start voice guidance.
. Press the Voice Guide key (when an optional Keypad KP-101 is installed)
° Press the Register key assigned to the voice guidance function

When voice guidance starts, you will hear a sound that signals the start of voice guidance.

Voice Guide

ZEUSMLK_MEN003617A_D.EPS
Voice guidance supports the following screens.

Supported screen Description

Enlarge Display screen Displayed when the Enlarge Display key is pressed.

This machine provides a voice guidance, for example, when using copy or
scan/fax mode, when a warning occurs, or when running.

You will hear voice guidance for the following information.

e Keys or key operations

e Message

e Current settings

Accessibility Settings Displayed when [Accessibility] of the Main Menu is tapped. You will hear voice
screen guidance for the following information.

e Keys or key operations

e Message

e Current settings
If necessary, you can specify the volume or replay speed of voice guidance.

Guidance screen Displayed when the Guidance key is pressed. You will hear voice guidance for
the following information.

e Keys or key operations

e Details of guidance

How to operate

Tap the key you wish to check through the voice guidance.
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When voice guidance starts, the voice cursor (blue frame) is displayed to help you understand which part on
the Touch Panel is currently explained at a glance.

Number

Ready to copy. of Sets H

) ———
ey

Zoom Co o

1 Tips

The voice cursor is not displayed in the screen that does not support the voice guidance function.

If this machine is equipped with an optional Keypad KP-101, use the Keypad.

Use the Keypad to move the voice cursor, and select or determine an item.

Key

Function

0

Reads out how to operate the Keypad.

Y

Reads out the explanation of the currently displayed screen.

N

Reads out the setting items configured by the currently displayed function. (Available only in copy
or scan/fax mode in the Enlarge Display screen)

Stops the currently replayed voice guidance.

Moves the voice cursor to the left.

Select a key positioned by the voice cursor.

Moves the voice cursor to the right.

N o |~

Reads out the setting items configured by the currently displayed function. (Available only in copy
or scan/fax mode in the Enlarge Display screen)

o}

Reads out the previously read-out information again.

Reads out the currently selected key.

Turns up the volume one level.
While voice guidance is running, you can press # or * to adjust the volume at any time.

Turns down the volume one level.
While voice guidance is running, you can press # or * to adjust the volume at any time.

1 Tips

If you press an invalid key on the currently displayed screen, you will hear voice guidance to signal that
the key is not available.

Ending voice guidance

Press the Voice Guide key to end voice guidance.

Voice guidance is also ended when:

You have logged out of this machine.

The System Auto Reset function has been started.
This machine has changed to the power save mode.
The power has been turned off.

[Advanced Function Operations] 4-6



4.5 Reads out the fax destination through the voice guidance.

4.5 Reads out the fax destination through the voice guidance.

If you tap the voice icon on the screen in the fax/scan mode, this machine reads out the operation procedure
when you directly enter a fax number. Also, when selecting a destination from the address book or history,
this machine reads out the operation procedure. This is helpful to prevent a fax from being sent to an incorrect

destination.

To stop reading, tap the voice icon again.
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e-mail
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5 Using the PDF Processing Function

5.1 PDF Processing Function

Realize the enhanced security such as an encryption with a digital certificate or property settings when send-
ing a PDF file. Create a PDF file to be stored for a long time, or create a linearized PDF file.

The PDF processing function supports the following.

° Encrypting a PDF file with a digital certificate

Configuring property settings in a PDF file

Supporting a PDF file encrypted by AES

Creating a PDF file based on PDF/A

Creating a linearized PDF file

Tips
. To use this function, i-Option LK-102 v3 or i-Option LK-110 v2 is required in addition to the optional
Extension Memory.

° Enabling the optional Extension Memory and i-Option LK-110 v2 allows encryption by a digital cer-
tificate.

[Advanced Function Operations] 5-2



5.2 Encrypting a PDF File Using a Digital Certificate 5

5.2 Encrypting a PDF File Using a Digital Certificate

Use a user's digital certificate (public key) to encrypt a PDF file when sending it. An encrypted PDF file can
be decoded only with a user's secret key, preventing information from being leaked to a third party.

r
-
iyl | -

POSEIDON-10_MCO007617A_D.EPS

1 Tips

° Before using this function, register a user's digital certificate for encryption in the E-mail address of this
machine. To register a certificate, use Web Connection. For details, refer to "User's Guide[Web Man-
agement Tool]/[Registering Various Types of Information]”.

To encrypt a PDF file with a digital certificate, select [PDF] or [Compact PDF] as the file type, and tap [PDF
Detail Setting] - [Encryption]. Then, configure the following settings.

Encryption

ON | @
i
[, Encryption Level EnciypiionilyRe
L High Level 1 +|  Password } Select Digital ID }
g5 Printing Allowsd
BB Restrict ~|| bigital ID J| Use Recipient's Digital 1D J

[ Copy Conterts
B Restrict >

B Encryption Target

Bl Al

E Changes Allowesd
e Restrict

»

Settings Description
[ON]/[OFF] Select [ON] to encrypt a PDF file.
[Encryption Type] Select [Digital ID] to encrypt a PDF file with a digital certificate.

Select [Select Digital D], then tap the icon to display a list of E-mail addresses.
From the list, select an E-mail address that contains a digital certificate for en-
cryption. Selecting [Use Recipient's Digital ID.] uses a digital certificate regis-
tered in the PDF file sending destination.

[Encryption Target] Select a target file to be encrypted as required.

Selecting [Other than Metadata] excludes property information specified in
[PDF Document Properties] from encryption processing.

For details on [PDF Document Properties], refer to page 5-4.

1 Tips

. When [Searchable PDF] is specified together, if the [Adjust Rotation] check box is selected in [Search-
able PDF], it fails in an encryption with a digital certificate. The [Adjust Rotation] check box is selected
in the default settings; therefore, change the setting.
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5.3 Configuring PDF File Properties

Add meta- information such as a title or author as PDF file properties when sending a PDF file. When encrypt-
ing a file, select whether to target properties for encryption.

To configure PDF file properties, select [PDF] or [Compact PDF] as the file type, and tap [PDF Detail Setting]
- [PDF Document Properties]. Then, configure the following settings.

PDF Document Properties
Name

Use File Name as the Title [

Author

Subject

Settings Description

[Name] Clear the [Use File Name as the Title] check box to enter a title of a PDF file
(using up to 64 characters).

[Author] Enter the name of the author of a PDF file (using up to 64 characters).
If user authentication is installed on this machine, specify the user name as the
author.

[Subject] Enter a subject of a PDF file (using up to 64 characters).

[Keyword(s)] Enter a Keyword of a PDF file (using up to 64 characters).
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54 Creating a PDF File Based on PDF/A

Create a PDF file based on PDF/A when sending a PDF file.

PDF/A is the international standard (ISO19005) that has been created to store files for long period. It defines
various requirements and prohibited items for a PDF file to be created.
PDF/A provides the following two compliance levels. This machine supports both compliance levels.

. PDF/A-1b: Stipulates that the same visual quality should be assured even if a PDF file is displayed using
any hardware or software product and also that meta-data should be embedded in a PDF file. This level
restrict functions such as encryption, LZW compression, and use of a transparent text.

° PDF/A-1a: Stipulates that tags should be set to describe a logical structure of a document and also that
fonts should be embedded in a PDF file as well as the requirements defined in PDF/A 1-b.

A PDF/A-based PDF file created on this machine is subject to the following restrictions.

° Not possible to encrypt a PDF file

° Not possible to add an electronic signature to a PDF file

° Not possible to create a searchable PDF file

. Not possible to use Stamp Combine in multiple languages

To create a PDF file based on PDF/A, select [PDF] or [Compact PDF] as the file type, and tap [PDF Detail
Setting] - [PDF/A]. Then, configure the following settings.

PDF/A
o
PDF/A-1a

PDF/A-1b

Settings Description

[ONJ/[OFF] Select [ON] to create a PDF file based on PDF/A.
[PDF/A-13a] Creates a PDF file based on PDF/A-1a.
[PDF/A-1Db] Creates a PDF file based on PDF/A-1b.

@Related setting (for the administrator)
° You can configure a setting to create a PDF file based on PDF/A by default when sending a PDF file.
Select [Utility] - [Administrator Settings] - [System Settings] - [PDF Settings] - [PDF/A Default Settings],
then specify [PDF/A-1a] or [PDF/A-1b] (default: [Disable]).
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5.5 PDF Linearization
Linearize a PDF file so that the first page in the Web browser is quickly loaded when sending a PDF file.

Ordinarily, when viewing a multi-page PDF file, the Web browser loads all pages before collectively displaying
them in the screen. Therefore, it may take some time to display multi-page PDF file in the screen.

If a PDF file is linearized on this machine, the Web browser displays only the first page of a PDF file in the
screen before loading all pages.

To create a linearized PDF file, select [PDF] or [Compact PDF] as the file type, then select [PDF Detail Setting]
- [PDF Web Optimization] (default: [OFF] (not checked)).

POF Detail Setting

Encryption = e
pll @ outiine PoF

) Dialtal Sianature PDF Web
OFF » Optimization

Q Stamp Composition
Image

E Searchable PDF
. OFF
% PDF/A
PDF/A-1a

PDF Document
Properties

-

1 Tips

° Some Web browsers may load all pages of a PDF file before displaying them in the screen, even for
linearized PDFs.

@Related setting (for the administrator)
° You can configure a setting to optimize viewing a PDF file on the Web by default when sending a PDF
file. Select [Utility] - [Administrator Settings] - [System Settings] - [PDF Settings] - [PDF Web Optimiza-
tion Default Settings], then specify [Enable] (default: [Invalid]).
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6.1 Searchable PDF Function 6
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6 Using the Searchable PDF Function

6.1 Searchable PDF Function

When converting scanned original data to PDF format, paste transparent text data into a PDF file, then create
a searchable PDF file. This function automatically creates text information from scanned images using OCR
character recognition technology.

The searchable PDF function supports multiple languages. When creating a searchable PDF file, select the
language for the original to perform OCR processing properly. To enhance the accuracy of OCR processing,
the page orientation is adjusted automatically.
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The following shows the original text sizes that can be recognized by this machine.

When resolution is 200 dpi

° Japanese: 12 pt to 142 pt

° European and American languages: 9 pt to 142 pt
° Asian languages: 20 pt to 142 pt

When resolution is 300 dpi

° Japanese: 8 pt to 96 pt

° European and American languages: 6 pt to 96 pt
° Asian languages: 12 pt to 96 pt

1 Tips

° To use this function, i-Option LK-105 v4 or i-Option LK-110 v2 is required in addition to the optional
Extension Memory.

° To convert a fax received on this machine to a searchable PDF file, the optional Extension Memory
and i-Option LK-110 v2 are required.

° Text data may not be recognized correctly when:
Text not supported in the MFP is used in the original.
A language different from the original language is selected.
The original orientation does not match the text direction when the page orientation is not adjusted au-
tomatically.
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6.2

Creating a Searchable PDF File

When sending a PDF file, create a searchable PDF file using OCR character recognition technology.

To create a searchable PDF, select [PDF] or [Compact PDF] as the file type, and tap [PDF Detail Setting] -
[Searchable PDF]. Then, configure the following settings.

Searchabls PDF

e
Language Setting

Adjust Rotation Ef]

English Japarese

Italian Spanish

Simplified Chinese Korean

J J

o L WEPteneime  m
J J
J J

Traditional Chinese

Settings Description
[ON]/[OFF] Select [ON] to create a searchable PDF file.
[Language Setting] Select a language for OCR processing.

Select the language used in the original to recognize text data properly.

[Adjust Rotation] Select this check box to automatically perform the rotation adjustment for

each page based on the direction of text data detected by OCR processing.
When the rotation adjustment is disabled, if the specified original orientation
does not match the text direction, text data is not recognized correctly.

[Document Name Auto Select this check box to automatically export a character string appropriate as
Extraction] a document name from the OCR character recognition result, and specify it as

a document name.
A document name is assigned automatically based on the character recogni-
tion result of the first page, date, time, and serial number.

Tips
Selecting [Compact PDF] for [File Type] may offer the higher OCR processing speed than [PDF].

[Adjust Rotation] is not available when encryption using a digital certificate (digital ID) is enabled togeth-
er.

A searchable PDF file cannot be created together with a PDF/A-1a-based PDF file.

If the following language is selected in [Language Setting], the text direction is recognized automatical-
ly.

[Japanese], [Simplified Chinese], [Korean], [Traditional Chinese]

When [Language Setting] is selected, if the vertical and horizontal directions are mixed in the same page
of an original, they are recognized as either one direction.
[Simplified Chinese], [Korean], [Traditional Chinese]

@Related setting (for the administrator)

You can configure a setting not to extract an appropriate character string for a document name from
the result of the OCR character recognition by default when sending a PDF file. Select [Utility] - [Admin-
istrator Settings] - [System Settings] - [PDF Settings] - [Searchable PDF Settings] - [Enable/No Limit],
then specify [No Limit] (default: [Enable]).

You can specify the upper limit of the string length when automatically extracting an appropriate char-
acter string for a document name from the OCR character recognition result. Select [Utility] - [Adminis-
trator Settings] - [System Settings] - [PDF Settings] - [Searchable PDF Settings] - [Doc. Name Max.
Length Settings], then specify the maximum length of character string (up to 30 characters).

You can configure a setting to confirm an automatically specified document name before sending a file.
Select [Utility] - [Administrator Settings] - [System Settings] - [PDF Settings] - [Searchable PDF Settings]
- [Confirm Document Name Settings], then specify [ON] (default: [OFF]).
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6.3 Creating a searchable OOXML file

When sending an OOXML (PPTX, DOCX, or XLSX) file, create a searchable OOXML file using OCR character

recognition technology.

To create a searchable DOCX or XLSX file, the optional Extension Memory and i-Option LK-110 v2 are re-

quired.

To enable searching of an OOXML file, select [PPTX], [DOCX], or [XLSX] as the file type, and tap [Character
Recognition]. Then, configure the following settings.

Character Recognition

Language Setting

English Japanese

Adjust Rotation M

German French

Italian Spanish

Simplified Chinese Korean

J
J
J
J

Traditional Chinese

Settings Description
[ONJ/[OFF] Select [ON] to enable searching of an OOXML file.
[Language Setting] Select a language for OCR processing.

Select the language used in the original to recognize text data properly.

[Adjust Rotation]

Select this check box to automatically perform the rotation adjustment for each
page based on the direction of text data detected by OCR processing.

When the rotation adjustment is disabled, if the specified original orientation
does not match the text direction, text data is not recognized correctly.

[Output Method]

This option is available when [DOCX] or [XLSX] is selected as the file type.
Select how to create an OOXML file using text detected by OCR processing.

When
[DOCX]is
selected
as thefile

type:

The system analyzes the scanned original, and creates "image data" including
illustrations in the original, "text data" detected by OCR processing, or "text im-
age data" in which text in the original is treated as images.

e [Text Priority]: Creates a searchable DOCX file by combining "text data" and
"image data". This function displays "text data" detected by OCR process-
ing without any adjustment; therefore, its visual quality may not be the same
as the scanned original depending on the result of OCR processing.

e [Image Priority ]: Creates a DOCX file by combining only "image data" and
"text image data".

¢ [Image and Text]: Creates a searchable DOCX file by combining "image da-
ta", "text data", and "text image data". "Text data" is saved separately from
"text image data"; therefore, a text search is possible while maintaining the
visual quality of the original.

When
[XLSX] is
selected
as thefile

type:

Tips

The system creates a "scanned image" of the original and "text data" detected

by OCR processing from the scanner original.

[Image and Text]: Creates a searchable XLSX file by combining "scanned
image" and "text data". A text search can be performed while maintaining
the visual quality of the original.

e [Text Only]: Creates a searchable XLSX file using only "text data". This func-
tion displays "text data" detected by OCR processing without any adjust-
ment; therefore, its visual quality may not be the same as the scanned
original depending on the result of OCR processing.

. [Adjust Rotation] is not available when encryption using a digital certificate (digital ID) is enabled togeth-

er.
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° If the following language is selected in [Language Setting], the text direction is recognized automatical-
ly.
[Japanese], [Simplified Chinese], [Korean], [Traditional Chinese]

° When [Language Setting] is selected, if the vertical and horizontal directions are mixed in the same page
of an original, they are recognized as either one direction.
[Simplified Chinese], [Korean], [Traditional Chinese]
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6.4 Configuring OCR Processing

When creating a searchable PDF file or a searchable OOXML file, you can prioritize between the quality of
character recognition and processing speed.

1 Tap [Utility] - [User Settings] - [Scan/Fax Settings].

2 For [OCR Operation Setting], prioritize between the quality of character recognition and the processing
speed, and tap [OK].
-> [Prioritize Quality]: Prioritizes the quality of character recognition. Also, inclination of the original is
adjusted automatically.
= [Prioritize Speed]: Prioritizes the processing speed. The inclination of the original is not adjusted.
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7.1
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71.2

Using the Universal Print Function

Universal Printing

Overview of Universal Printing

Universal printing is a function that enables execution of print jobs, which have been sent from the computer

and stored in the MFP, by any MFP in a universal print group, which consists of multiple MFPs.

Installing the universal print function provides the following benefits.

. The size of the remaining print jobs can be reduced, thereby reducing printing costs and enhancing se-
curity.

° No print server is required, which reduces equipment costs and administrator load.

° Print jobs stored in a target MFP can be executed from another MFP, thereby enhancing operational
efficiency.

Universal printing allows you to use the storage function to store print jobs and the client function to execute
print jobs on all MFPs that make up a universal print group.

Tips
° The client function for universal printing is available when the optional i-Option LK-114 is installed while

the Web browser function is enabled. When the optional Extension Memory is installed, this function
is available regardless of whether the Web browser function is enabled or disabled.

° To use the storage function for universal printing, the optional Extension Memory and i-Option LK-
114 are required.

° The universal print function may not be available in some areas.
° The PCL driver and PS driver are the only available drivers for universal printing.

° To make prints using the universal print function, you need to place its shortcut key on the main menu
of the MFP with the client function enabled. For details on how to place a shortcut key on the main
menu, refer to "User's Guide[Control Panel]/[Operations of Touch Panel and Explanation of Major
Screens]".

Applications Supplied with this Machine

LK-114_SetupTool (for the administrator)

LK-114_SetupTool is used to create and manage a universal print group that consists of MFPs using the
universal print function.

For details on the system requirements for LK-114_SetupTool, refer to page 7-7.

LK-114_InstallerCreateTool (for the administrator)

LK-114_InstallerCreateTool is used to create LK-114_ManagerPort and LK-114_InstallTool for which the
administrator's user ID, domain, and password are embedded in the printer driver.

LK-114_InstallerCreateTool requires the following system environments.
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Item

Specifications

Operating system

Windows Vista Home Basic (SP2 or later) : X

Windows Vista Home Premium (SP2 or later)

Windows Vista Ultimate (SP2 or later)

Windows Vista Business (SP2 or later)

Windows Vista Enterprise (SP2 or Iater)

Windows 7 Home Premium (SP1 or Iater)

Windows 7 Professional (SP1 or later)

Windows 7 Enterprise (SP1 or later)

Windows 7 Ultimate (SP1 or later)

Windows 8 /Wlndows 8.1

Windows 8 Pro /Wlndows 8.1Pro”

Windows 8 Enterprise "/Windows 8.1 Enterprlse
Supports 32-bit (x86)/64-bit (x64) environment.

Software Microsoft .NET Framework 3.5 (Service Pack 1 or later)

System Any processor of the same or higher specifications as recommended for your oper-
ating system
HDD free space: 500 MB or more

Monitor 1024 x 768 pixels or more

Driver Packaging Utility (for the administrator)

The Driver Packaging Utility is used to create an install package with various settings registered for a printer

driver.

Driver Packaging Utility system requirements are as follows.

Item

Specifications

Operating system

Windows Vista Home Basic (SP2 or later) : X
Windows Vista Home Premium (SP2 or later)
Windows Vista Ultimate (SP2 or later)
Windows Vista Business (SP2 or later)
Windows Vista Enterprise (SP2 or Iater)
Windows 7 Home Premium (SP1 or Iater)
Windows 7 Professional (SP1 or later)
Windows 7 Enterprise (SP1 or later)
Windows 7 Ultimate (SP1 or later)
Windows 8 /Windows 8.1
Windows 8 Pro /VV|ndows 8.1Pro”
Windows 8 Enterprise /Wlndows 8.1 Enterprlse
Windows Server 2008 Standard
Windows Server 2008 Enterprlse
Windows Server 2008 R2 Standard
Windows Server 2008 R2 Enterprise
Windows Server 2012 Datacenter
Windows Server 2012 Standard
Windows Server 2012 R2 Datacenter
Windows Server 2012 R2 Standard

Supports 32-bit (x86)/64-bit (x64) environment.
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LK-114_ManagerPort

LK-114_ManagerPort is application software used to configure the port on the main unit that uses the uni-

versal print function.

LK-114_ManagerPort requires the following system environments.

Item

Specifications

Operating system

Windows Vista Home Basic (SP2 or later) ’ X

Windows Vista Home Premium (SP2 or later)

Windows Vista Ultimate (SP2 or later)

Windows Vista Business (SP2 or later)

Windows Vista Enterprise (SP2 or later)

Windows 7 Home Premium (SP1 or later)

Windows 7 Professional (SP1 or later)

Windows 7 Enterprise (SP1 or later)

Windows 7 Ultimate (SP1 or later)

Windows 8 /Windows 8.1 X

Windows 8 Pro /Windows 8.1 Pro X

Windows 8 Enterprise /Windows 8.1 Enterprise
Supports 32-bit (x86)/64-bit (x64) environment.

Software Microsoft .NET Framework 3.5 (Service Pack 1 or later)

System Any processor of the same or higher specifications as recommended for your oper-
ating system
HDD free space: 500 MB or more

Monitor 1024 x 768 pixels or more
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7.2 Preparation for Universal Printing (For the Administrator)
7.21 Preparation Flow
MFP settings
B Registering the i-Option LK-114 license
- Register the i-Option LK-114 license on the MFP to enable the universal print function.
B Enabling the OpenAPI function
= Normally, you can use this function with the default settings.
B  MFP authentication settings
= Configure the general settings for user authentication.
B Permitting the Quick Authentication for Printing function
- To compose a universal print group of different models, permit the Quick Authentication for Printing
function.
N/
Setting up a universal print environment using LK-114_SetupTool
B Universal print group settings
- Register MFPs that use the universal print function. In addition, specify the universal print group con-
figuration.
B Universal print settings
- Configure settings for the storage and client functions of universal printing.
N4
Installing LK-114_ManagerPort and printer driver
N/
Preparation finished
7.2.2 MFP settings

Registering the i-Option LK-114 license
To enable the universal print function on the MFP, register the i-Option LK-114 license.

For details on license registration, refer to page 2-2.

Enabling the OpenAPI function
Enable the OpenAPI function on the MFP.

Tap [Utility] - [Administrator Settings] - [System Connection] - [OpenAPI Settings] - [Access Setting].

Select [Allow], then tap [OK].

@ Reference

If you change the SSL Enable/Disable status in [SSL/Port Settings] of [OpenAPI Settings] after universal print
settings have been completed, reconfigure settings using LK-114_SetupTool.
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MFP authentication settings
Configure the user authentication method for the MFP.
On the MFP, select [Utility] - [Administrator Settings] - [User Authentication/Account Track] - [General Set-
tings] - [User Authentication], then specify one of the following authentication methods.
. MFP authentication
° External server authentication
. MFP authentication + External server authentication (Authentication destination: MFP authentication)
° MFP authentication + External server authentication (Authentication destination: External server au-
thentication)
Tips
° Set the same authentication method to all MFPs that make up a universal print group.
@Reference
To perform external server authentication using the IC card, you need to permit the Quick Authentication for
Printing function. For details on how to permit the Quick Authentication for Printing function, refer to page 7-6.
Permitting the Quick Authentication for Printing function
When composing a universal print group involving different models, permit the Quick Authentication for Print-
ing function.
Tap [Utility] - [Administrator Settings] - [User Authentication/Account Track] - [Print Simple Auth.] - [Au-
thentication Setting].
Select [Allow], then tap [OK].
Tips
° To use Data Administrator for settings, double-click Device on the device list, click [Authentication
Settings] - [Simple Print Authentication], then select the [Enable Simple Print Authentication] check box.
7.2.3 Setting up a universal print environment using LK-114_SetupTool
Universal print group settings
Specify MFPs that make up a universal print group.
To configure universal print group settings, use LK-114_SetupTool. For details on universal print group set-
tings, refer to page 7-11.
Universal print settings
Configure settings to enable the storage and client functions and other necessary settings.
To configure universal print settings, use LK-114_SetupTool. For details on universal print settings, refer to
page 7-15.
7.2.4 Installing LK-114_ManagerPort and printer driver

Install LK-114_ManagerPort and the printer driver on the machine.

The installation order is as follows.
° LK-114_ManagerPort
° Printer driver

For details on how to install LK-114_ManagerPort and the printer driver, refer to page 7-18.
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7.3 LK-114_SetupTool (For the Administrator)

7.3.1 LK-114_SetupTool

LK-114_SetupTool is used to create and manage a universal print group that uses the universal print func-
tion. Using LK-114_SetupTool allows you to add or delete MFPs that make up a universal print group.

It also allows you to configure universal print settings on the MFP. If the universal print settings configured
using this tool are different from those configured using the Control Panel of the MFP, setting values can be
synchronized between them.

@ Reference

LK-114_SetupTool is not available in the IPv6 environment. To use the universal print function in the IPv6
environment, configure settings using the Control Panel of the MFP. For details, refer to page 7-13.

7.3.2 System Environment Requirements

Item

Specifications

Operating system

Windows Vista Home Basic (SP2 or later) : X

Windows Vista Home Premium (SP2 or later)

Windows Vista Ultimate (SP2 or later)

Windows Vista Business (SP2 or later)

Windows Vista Enterprise (SP2 or later)

Windows 7 Home Premium (SP1 or later)

Windows 7 Professional (SP1 or later)

Windows 7 Enterprise (SP1 or later)

Windows 7 Ultimate (SP1 or later)

Windows 8 /Windows 8.1 .

Windows 8 Pro /Windows 8.1 Pro .

Windows 8 Enterprise /Windows 8.1 Enterprise
Supports 32-bit (x86)/64-bit (x64) environment.

Software Microsoft .NET Framework 3.5 (Service Pack 1 or later)

System Any processor of the same or higher specifications as recommended for your oper-
ating system
HDD free space: 500 MB or more

Monitor 1024 x 768 pixels or more

7.3.3 Operations required to use this function

NetBIOS settings
To use LK-114_SetupTool, configure NetBIOS settings on the computer.

v The following describes how to configure NetBIOS settings in the Windows 7 environment.

From the Start menu, click [Control Panel] - [Network and Internet] - [Network and Sharing Center] -
[Local Area Connection)].

Click [Properties].

From the connection item list, select [Internet Protocol Version 4 (TCP/IPv4)], then click [Properties].

Click [Preferences].
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On the [WINS] tab of the [Advanced TCP/IP Settings] page, configure NetBIOS settings, then click [OK].

- Clear the [Enable LMHOSTS lookup] check box.
= In [NetBIOS Settings], select [Disable NetBIOS over TCP/IP].

Advanced TCR/IP Settings (2 ]
IP Settings | DNS WINS
WINS addresses, in order of use:
[ add. |
IFLMHOSTS lookup is enabled, it applies to all connections for which
TCP/IP is enabled.
‘Enable LMHOSTS lookupi mport LMHOSTS,

NetBIOS setting
Default:
Use NetBIOS setting from the DHCP server, If static [P address
s used or the DHCP server does not provide NetSIOS setting,

Iet5I0S over TCPAIP,
Enable NetBIOS over TCPAP

@ Disable NetB10S over TCP/IP

BIZHUB_554E-454E-364E-284E-
224E MEN006621A D 01.TIF

From the Start menu, click [All Programs] - [Accessories] - [Command Prompt].

Execute the "ipconfig /flushdns" command.

= Insert a space between "ipconfig" and "/flushdns".

The message shown below appears.

EBIZHUB_554E-454E-364E-284E-224E_MENO06622A_D_01 TIF

NetBIOS settings are then completed.

7.3.4 Screen Layout of LK-114_SetupTool

Screen layout

Double-click [LK-114_SetupTool.exe] to start LK-114_SetupTool.

Then, the MFP connected at start-up of LK-114_SetupTool is automatically searched, and displayed in the
MFP list area in the left-hand pane of the window.

The LK-114_SetupTool page is comprised of the following components.

Item

Description

BIZHUB_554E-454E-364E-284E-

224E_MCO006623A_D.TIF

o]

Updates the contents of the MFP list.

BIZHUB_554E-454E-364E-284E-

224E_MCO006624A_D.TIF

[+

Click this to enter the IP address or host name to add an MFP.

MFP list

Displays MFPs that support universal printing.

[Create a Group]

Creates a universal print group.
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Item

Description

[The structure of the se-
lected group will be
changed]

Changes the configuration of the created universal print group.

[The selected group will
be deleted]

Deletes a universal print group.

[Synchronize Group
Setting]

Synchronizes a universal print group that is not registered in LK-114_Setup-
Tool.

[bizhub Settings]

Displays the universal print settings (storage and client settings) of the MFP
you selected from the MFP list.

[Group Settings]

Displays the universal print group settings of the MFP you selected from the
MFP list.

[Login]

Available when an MFP displaying the lock icon is selected. This function indi-
vidually authenticates MFPs that do not match the administrator password
specified in LK-114_SetupTool and MFPs for which universal print settings
are not acquired by authentication, and retrieves universal print settings.

[Change Universal Print
Settings]

Changes universal print settings of the MFP you selected from the MFP list.

[Setting values will be
synchronized]

@ Reference

Synchronizes setting values when the universal print settings configured with
LK-114_SetupTool do not match the settings of the MFP.

Update processing may time out due to a processing failure depending on the DNS server environment. In
[Administrator Settings] of LK-114_SetupTool, change the specified connection timeout value. For details on
how to change the connection timeout value, refer to page 7-10. If necessary, you can change the connection
timeout value using the Control Panel of the MFP. For details, refer to page 7-17.

Icon types

The MFP list shows icons that indicate setting conditions of the universal print function on the MFP.

The types of icons to be displayed are as follows.

Icon Description
BIZHUB_S54E- Indicates that the print storage function is enabled.
454E-364E-284E-
224E_M-

CO006627A_D.TIF

BIZHUB_554E-
454F-364F-284F-
224E M-
CO006628A_D.TIF

Indicates that the client function is enabled.

BIZHUB_554E-
454F-364E-284E-
224E M-
CO006629A_D.TIF

=

Indicates that both the print storage and client functions are enabled.

No icon dis- Indicates that both the storage and client functions are disabled.
played
BIZHUB_554E- Indicates that the current universal print settings cannot be viewed due to administrator

454E-364E-284E-

passwords that do not match or other reasons.

224E M- This icon is referred to as a "lock icon" in the manual.

CO006630A_D.TIF

&

[Advanced Function Operations]



7.3

LK-114_SetupTool (For the Administrator)

7.3.5

Administrator settings of LK-114_SetupTool

Click [Administrator Settings] on the [Settings] menu to initialize LK-114_SetupTool.

Settings

Administrator Settings. =

Defaut Admiristator Password Ubiqutous Printing Intil Settings

Administrator password — SEESEE

The dooument will be automaticall deleted fter  is pinted
OpenAP| Authentication Defait Settings Document's Expiration Date
o
Usemame
by time {minutes) 10
Passwor rd
by number of days 1day

Connection Settings _
n——— IPP Timeout fsec.) 602

Timeoutisec) a0

Clent Settings
T 1)
Protocol Settings ® Raw
(7] Obtain Usiquitous Print Settings during the device search
PP
bizhub and Setup Tool Connection Seftings
Timeotfsec) 80%
Tmeotisec) EE
Ubiqutous Group Settings.
Howto specfy the address
© by IP address
by Host name
m——
BIZHUB 554E-454E-364E-284E-224E MEN006631A D.TIF

[Default Administrator
Password]

Specify the default administrator password.
The value specified in this field is displayed as the default on a page that re-
quires entry of the administrator password.

[OpenAPI Authentica-
tion Default Settings]

Specify the default user name and password for OpenAPI authentication.
Specify them when using the user name and password for OpenAPI authenti-
cation.

The value specified in this field is displayed as the default on a page that re-
quires entry of the user name and password for OpenAPI authentication.

[Connection Settings]

Configure communication settings such as MFP search time or communica-
tion timeout (sec.) between MFP and LK-114_SetupTool.

[Ubiquitous Printing Ini-
tial Settings]

Specify the default values that are to be sent to an MFP with new universal
print settings required.

[Ubiquitous Group Set-
tings]

Specify the default method to specify the address of each of MFPs that make
up a universal print group.
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7.4

7.4.1

7.4.2

Universal Print Group Settings (For the Administrator)

Creating a Universal Print Group
Create a universal print group on an MFP that is not set to universal printing.

Up to 10 MFPs can be specified in one universal print group. Multiple universal print groups can be created.
Click [Create a Group].

Enter the name of the universal print group in [Group namel], select the check box of the MFP to be set
to a universal print group, then click [OK].
Enter the MFP administrator password and the OpenAPI user name and password, then click [OK].

= When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

A universal print group is created.

Click [Close].

Tips
° A universal print group cannot be structured over WAN.

@ Reference

The default administrator password and the default OpenAPI user name and password can be pre-specified
in [Administrator Settings] of LK-114_SetupTool. For details, refer to page 7-10.

To compose a universal print group of different models, you need to permit the Quick Authentication for Print-
ing function. For details on how to permit the Quick Authentication for Printing function, refer to page 7-6.

Editing the Created Universal Print Group

Changing the universal print group configuration

Change the universal print group configuration.

Select a name of the universal print group from the MFP list, then click [The structure of the selected
group will be changed)].

Change universal print group information, then click [OK].

- To change the name of the universal print group, change [Group name].

- To add an MFP to a universal print group, select the check box of the MFP to be added.

= To delete an MFP from a universal print group, clear the check box of the MFP to be deleted.
Enter the MFP administrator password and the OpenAPI user name and password, then click [OK].

= When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

The universal print group configuration is changed.

Click [Close].

Deleting a universal print group

Delete a universal print group.

Select a name of the universal print group from the MFP list, then click [The selected group will be de-
leted].
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Enter the MFP administrator password and the OpenAPI user name and password, then click [OK].

= When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

The specified universal print group is deleted.

Click [Close].

Tips
° This function deletes universal print group information that is stored in LK-114_SetupTool.

. Even if all MFPs that make up a universal print group are not deleted, universal print group information
is deleted from LK-114_SetupTool and also the MFP list.

7.4.3 Synchronizing universal print group settings
Synchronize a universal print group that is not registered in LK-114_SetupTool.

When you restart LK-114_SetupTool or import the configuration file for universal print group information, if
there is a universal print group unregistered in LK-114_SetupTool, its name is displayed in red.

Select a name of the universal print group from the MFP list, then click [Synchronize Group Settings].

Click [OK].

universal print group settings are synchronized, and the name of the universal print group displayed in
red changes to black.

74.4 Managing Powered-off MFPs

Deleting an MFP from a universal print group
Delete a powered-off MFP from a universal print group.

If any MFP is turned off, its name is dimmed on the window.

Select a target MFP name from the MFP list, then click [The structure of the selected group will be
changed].

Clear the check box of the MFP to be deleted, then click [OK].

Enter the MFP administrator password and the OpenAPI user name and password, then click [OK].

- When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

The powered-off MFP is deleted from a universal print group.

Click [Close].

Returning an MFP to a universal print group
Return a powered-off MFP to a universal print group.

If any MFP is turned off, its name is dimmed on the window.
Turn the MFP on.

Click [©] <BIZHUB 554E-454E-364E-284E-224E_MCO006623A_D.TIF>.

The MFP returns to a universal print group, and the dimmed name changes to black, enabling universal
print settings or synchronization.
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7.4.5 Managing Universal Print Group Information
Exporting universal print group information
You can export universal print group information configured with LK-114_SetupTool to a computer.
From the [Files] menu, click [Export Settings].
Specify the storage folder on the export window, enter the file name, then click [Save].
The configuration file is saved with the current settings.
Tips
° If a universal print group is created with LK-114_SetupTool without creating a configuration file, a sav-
ing confirmation window is displayed. If you click [OK], the export window is displayed.
Importing universal print group information
The configuration file for universal print group information, which is exported from LK-114_SetupTool, can
be imported from a computer to LK-114_SetupTool.
From the [Files] menu, click [Import Settings].
Select the configuration file (xml) to be imported on the import window, then click [Open].
The contents of the configuration file are loaded and displayed on the window.
Tips
° If any changes are not saved in the current configuration file before a new configuration file is imported
or if the configuration file is not exported while a universal print group is created, a saving confirmation
window is displayed before the import window is opened.
Creating a new configuration file for universal print group information
Create a configuration file for universal print group information.
In the [Files] menu, click [New].
Specify a storage folder on the new configuration file creation window, enter the file name, then click
[Save].
Tips
° After a new configuration file is created, it is automatically detected when the configured universal print
group settings are searched on the network, and they are saved as the default in the configuration file
that is created.
7.4.6 Configuring Settings on the Control Panel of the MFP

Register MFPs to be operated in a universal print group using the Control Panel of the MFP. Up to 10 MFPs

can be registered, including the MFP (this machine) to be configured.

Configure the following settings on all MFPs that make up a universal print group.

Tap [Utility] - [Administrator Settings] - [System Connection] - [Universal Print Settings] - [Universal Print

Group Setting].

Tap [Registered Machine?2] to [Registered Machine10].

Select the method for specifying a registered MFP ([Input Host Name], [IPv4 Address Input], or

[IPv6 Address Input]), specify MFPs to be registered in a universal print group, then click [OK].
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Tips
If universal print group settings are configured using LK-114_SetupTool, this step is not required.

This method for specifying registered MFPs should be common to all MFPs that compose a universal
print group.

To register an MFP with the host name, specify only the host name, excluding the first dot '."" and after
in the domain name (example: UniversalPrint1.test.local). A host name cannot be duplicated.

A universal print group cannot be structured over WAN.

@ Reference

To compose a universal print group of different models, you need to permit the Quick Authentication for Print-
ing function. For details on how to permit the Quick Authentication for Printing function, refer to page 7-6.
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7.5 Universal Print Settings (For the Administrator)

7.5.1 Change Universal Print Settings

Change universal print settings.

Select a target MFP name from the MFP list, then click [Change Ubiquitous Print Settings].
= If an MFP with the lock icon displayed is selected, the authentication information entry window is
displayed. Enter authentication information.

Change universal print settings, enter the MFP administrator password and the OpenAPI user name
and password in [Login Settings], then click [OK].

Ubiquitous Print Settings will be modified. (S

Device information
1P Address
Models st

Storage Settings Cliert Settings

V] Enable Storage Function ] Enable the Client Function

The document wil be automatically deleted after t i prnted.
Documen’s Expiration Date

@ Unimited

Protocol Seftings
® Ran
PP
by time (mintes)
Timeoui(see ) 602
by rumber of days 1day

PP Timeout fsec) B0

Login Setings
“Login information must be entered in orderto change setings.

Administrator Setfings OpenAP| Authertication
Administrator password — Usemame: 1

Password
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= When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

Universal print settings are changed.

Click [OK].

7.5.2 Synchronizing Universal Print Settings
Synchronize universal print settings between LK-114_SetupTool and the MFP.

When you restart LK-114_SetupTool or import the configuration file, if there is an MFP that has universal
print settings different from LK-114_SetupTool, its name is displayed in red.

If the red MFP name is selected, universal print settings are displayed in [bizhub Settings] and [Group Set-
tings).

If any settings are displayed red in [bizhub Settings], it indicates that universal print settings are different be-
tween LK-114_SetupTool and the MFP.

If any settings are displayed red in [Group Settings], it indicates that universal print group settings are not
configured on the MFP while they are done in LK-114_SetupTool.

If any settings are dimmed in [Group Settings], it indicates that universal print group settings are configured
on the MFP while they are not done in LK-114_SetupTool.

The following shows how to synchronize universal print settings.
Select the name of an MFP on which settings are to be synchronized, then click [Setting values will be
synchronized)].

This displays universal print settings of LK-114_SetupTool and the MFP, and also displays the check
box for all items that have different settings.
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2 Check the contents of [bizhub Settings] and [Setup Tool Settings], then select the check boxes of the
settings to be applied.

Synchronize Device Setting: =)
Setings will be synchronized.
bizhub Settings Setup Taol Settings
Ubiquitous Prirting Settings Ubiqutous Prrting Settings
Setiing Name Setting
Storage Settings
OoN Storage Function OoN
ON [C]| Delete documerts after printing OFF
Document's Expiration Date Tday [71| Document's Expiration Date: Unlimited
PP Timeout 6lkec PP Timeout Blsec
Client Settings Client Settings
Cient Function ON Cliert Function oN
Protocol Settings IPP [T Protocol Settings Raw
Timeout Blscc Timeout Bllec
Group Seftings Group Settings
( ) ( 0
[ Smehvonzenow. | | Cose ]
] ] 3 5 = = &
BIZHUB_554E-454E-364E-284E-224E_MEN006636A_D.TIF

3  Cclick [Synchronize now.].

4 Enter the MFP administrator password and the OpenAPI user name and password, then click [OK].
= When not using the user name and password for OpenAPI authentication, only enter the adminis-
trator password.

5  Click [OK].

7.5.3 Configuring Settings on the Control Panel of the MFP

Configuring the storage function

Configure the storage function using the Control Panel of the MFP. If the storage function is enabled, you
can store print jobs sent from a computer in the storage machine.

Tap [Utility] - [Administrator Settings] - [System Connection] - [Universal Print Settings] - [Store Print Docu-
ments Settings], then configure the following settings.

Settings

Description

[Store Print Documents
Usage Settings]

Select whether to use the storage function.

To use the storage function, select [Enable]. To apply setting changes, restart
the MFP.

If a setting is changed as shown below, [Print Storage Function Use Settings]
is forcibly set to [No Limit].

e The authentication method has been canceled or changed.

¢ [Enhanced Security Mode] has been changed to enable.

If [Store Print Documents Usage Settings] is changed from [Enable] to [No Lim-
it], all print jobs stored in the storage machine are deleted.

[Delete after Print Set-
ting]

Select whether to automatically delete print jobs stored on the storage ma-
chine each time they are executed.

This option is available when [Store Print Documents Usage Settings] is set to
[Enable].

[Document Delete Time
Setting]

Specify the time to automatically delete print jobs stored on the storage ma-

chine.

This option is available when [Store Print Documents Usage Settings] is set to

[Enable].

e When specifying the time in units of days, select [1 day], [2 days], [3 days],
[7 days], or [30 days].

e When specifying the time in hours, select [Time], then enter the hour value.

e To keep print jobs on the storage machine, select [Save].

[Delete All Documents]

Deletes all print jobs stored on the storage machine.
This option is available when [Store Print Documents Usage Settings] is set to
[Enable].
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Tips
° If universal print settings are configured using LK-114_SetupTool, this setting is not required.
° If print jobs are executed on the client machine during a period of heavy network traffic, print jobs may

not be deleted even when [Delete After Print Settings] is set to [ON]. In such a case, extend the timeout
period in [Client Function Setting] - [Connection Timeout Setting].

° If [Network Settings] - [Network I/F Configuration] is set to [Wired + Wireless (Secondary Mode)], [Wired
+ Wireless (Primary Mode)], or [Wired + Wireless (Wi-Fi Direct)], the storage function for universal print-
ing is not available.

Configuring the client function

Configure the client function using the Control Panel of the MFP. Enabling the client function allows you to
execute print jobs stored on the storage machine through the MFP with the client function enabled.

Tap [Utility] - [Administrator Settings] - [System Connection] - [Universal Print Settings] - [Client Function Set-
tings], then configure the following settings.

Item Specifications

[Client Function Usage Select whether to use the client function.

Settings] To use the client function, select [Enable].

[Protocol Setting] Select the protocol for connecting to the storage machine from [IPP] or [RAW
port].
This option is available when [Client Function Usage Settings] is set to [Enable].

[Connection Timeout Specify the timeout value to connect to the storage machine.

Setting] This option is available when [Client Function Usage Settings] is set to [Enable].

Tips

° If universal print settings are configured using LK-114_SetupTool, this setting is not required.
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7.6

7.6.1

7.6.2

7.6.3

Installing LK-114_ManagerPort and Printer Driver

Installation of LK-114_ManagerPort and Printer Driver

To use the universal print function on the user's computer, install LK-114_ManagerPort and the printer driver
compatible with your MFP.

The installation order is as follows.
° LK-114_ManagerPort
° Printer driver

If the user's computer provides administrator privileges, distribute the printer driver and LK-114_Manager-
Port to the user's computer. For details on the installation procedure, refer to page 7-18.

If the user's computer provides no administrator privileges, create LK-114_InstallTool, for which the admin-
istrator ID and password are specified, using LK-114_InstallerCreateTool, then distribute the created tool
to the user's computer. For details on how to create LK-114_InstallTool, refer to page 7-25.

When the computer provides administrator privileges

Installing LK-114_ManagerPort and printer driver

Distribute LK-114_ManagerPort and the printer driver to the user's computer, then install them from [Set-
up.exe].

To install LK-114_ManagerPort, select [LK-114_InstallerCreateTool] - [InstForm] - [LK-114_ManagerPort],
open the folder, double-click [Setup.exe], then follow the on-screen instructions.

To install the printer driver, open the folder, double-click [Setup.exe], then follow the on-screen instructions.

When the computer provides no administrator privileges

Starting LK-114_InstallTool

Double-click [invoke.exe] in the [LK-114_InstallTool] folder distributed from the administrator; the LK-114_In-
stallTool installation target selection window is displayed.

The LK-114_InstallTool installation target selection window is comprised of the following components.

- LK-114 InstallTool =20 o) S

Install LK-114_ManagerPort

[ Cose
BIZ} IU375545-4541:'-3641:'-2841:'-0

224E MENO006625A D.TIF

Item Description

[Install LK-114_Mana- Install LK-114_ManagerPort on the machine.

gerPort] If the new LK-114_ManagerPort has a newer version than the existing one,
[Update LK-114_ManagerPort] is displayed as an item.

[Install Driver] Install the printer driver.

[Activate "LK- Configure LK-114_ManagerPort settings.

114_ManagerPort Set-

tings"]

Installing LK-114_ManagerPort
Install LK-114_ManagerPort using LK-114_InstallTool distributed from the administrator.

If LK-114_InstallTool is not provided, contact your administrator.
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7.6.4

Click [Install LK-114_ManagerPort] on the LK-114_InstallTool installation target selection screen.
- To update, click [Update LK-114_ManagerPort].

Click [Yes] on the installation start window.

Select a language to use for installation, then click [OK].

Click [Next].

Select [Agree] for terms specified in the license agreement, then click [Next].

Check the destination folder, then click [Next].
= To install LK-114_ManagerPort in another folder, click [Change], then specify a folder.

Click [Install].

LK-114_ManagerPort installation starts. When installation is completed, the completion window ap-
pears.

Click [OK].
LK-114_ManagerPort installation is then completed.

Installing the printer driver

Install the printer driver using LK-114_InstallTool distributed from the administrator.

If LK-114_InstallTool is not provided, contact your administrator.

v

Before installation, check that LK-114_ManagerPort is installed on the machine.

Click [Install Driver] on the LK-114_InstallTool installation target selection window.

= [If multiple printer drivers are selected in LK-114_InstallerCreateTool, the printer driver selection
window is displayed. Select the printer driver to be installed.

Read the license agreement, then click [Agree].

Select the printer driver setup file created using Driver Packaging Utility, then click [Execute].
Installation starts.
Click [Finish].

This completes the installation process of the printer driver.

Configuring LK-114_ManagerPort Settings.

Configure LK-114_ManagerPort settings. Configuring LK-114_ManagerPort executes print jobs via LK~
114_ManagerPort by selecting the MFP with LK-114_ManagerPort specified when printing.

v
v

Check that LK-114_ManagerPort is installed.

To configure LK-114_ManagerPort, specify the IP address and port number of the MFP to which print
jobs are to be sent. If there is a device definition file, ask the administrator for the file name. Otherwise,
ask the administrator for the IP address and port number of the destination. For details on the device
definition file, refer to page 7-27.

Display the LK-114_ManagerPort setting window.

= For LK-114_InstallTool, click [Activate "LK-114_ManagerPort Settings"] on the LK-114_Install-
Tool installation target selection window.
If the device definition file selection window appears, select the target device definition file.

= In Windows 8/8.1, select [All apps], and then click [KONICA MINOLTA] -[LK-114_ManagerPort] -
[LK-114_ManagerPort Settings].

=> In Windows Vista/7, select [All Programs], and then click [KONICA MINOLTA] - [LK-114_Manager-
Port] - [LK-114_ManagerPort Settings].
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2 Change the port of the target MFP to [LK-114_ManagerPort], then click [Next].

= If the printer driver is installed using LK-114_InstallTool, check that [LK-114_ManagerPort] is se-

lected.

G UM% WS LK-114 ManagerPort

Driver/Port Selection Select "LK-114_ManagerPort” as the pot
v

Transmission Settings

Complete

Printer

Port

I

3 -

Ticrosoft XPS Document Witer

Fax
Adobe PDF

LK-114_MaragerPort

XFSPort

XPS IF_

Ps IP_

PCLE IP_i80%. 58

XPS IP_

PS IP_

FCLE IF_
SHRFAX:
Deskiop\" pf

AR R D
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3 Specify the destination where to send print jobs ([Primary device information] or [Secondary device in-
formation]), then click [Next].

= If there is a device definition file, select a target from the [Device] list. The IP address and port num-
ber are displayed automatically.
= If there is no device definition file, select the [Perform direct input] check box, then enter the IP ad-
dress. In [Port Number], enter the print port of the MFP.

= In [Secondary device information], enter the appropriate value as necessary.

- Specify the MFP that matches the MFP on which you select [LK-114_ManagerPort] on the driv-
er/port selection window in step 2.

SUM % W LK-114_ManagerPort =
g [E =
Diiver/Port Selection To send a Prnt jobto a device, please configur the setfings of the destination device:
Check with your Administrator for required seftings.
Primry device information
Transmission Seffings Devics 3
v [] Perfomn direct input
Complete IP gddress/ Printer name
Exampie) 10.128.1.1
Port Number (1-65535)
Secondary device information
Devie
Perform direct input
IP agdvess/ Printer name 1012811
Exampie) 10.128.1.1
Port Number 5100 (1-65535)
Help [ sk |[ mee> | [ cowa |

4 Click [Completed].

1 Tips

° If you log in to Windows with the Guest account, LK-114_ManagerPort is not available.

BIZHUB_S554E-454E-364E-284E-224E_ MEN006635A_D.TI
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7.7 Universal Print Operations
7.7.1 Storing Print Jobs on the Storage Machine
Store print jobs on the storage machine.
v Check that the printer driver and LK-114_ManagerPort required to use the universal print function are
installed on the machine while LK-114_ManagerPort settings are configured.
1 Open document data using the application software. From the [File] menu, select [Print].
2 Select the MFP set as the storage machine in [Printer Name] (or [Select Printer]), then click [OK].
Print jobs are sent to the storage machine. When storage processing is completed, the completion win-
dow appears.
3 Click [OK].
Tips
. Up to 100 documents can be stored as print jobs on one storage machine for each user. In total, the
HDD capacity is 5 GB, and up to 10000 documents can be stored on one storage machine.
° User Box Print and Secure Print are not available on the storage machine.
7.7.2 Printing on the Client Machine

Execute print jobs stored on the storage machine from the client machine.

If the client function of the storage machine is set to enable, printing is possible on the storage machine.

1

Tap [Universal Print] on the main menu.

Select function to use.

& & o A
Copy Scan/Fax User Box g:'n"[ersﬂ'

Select the job you want to print.

- Tapping [List Update] updates the print job list.

Tapping [Confirmation status] displays the status of each of MFPs in a universal print group.
Tapping [Select All] selects all print jobs.

Tapping [Reset] deselects the selected print jobs.

>
>
>
- Tapping [Delete] deletes the selected print job.
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3

If necessary, tap |_% ") <BIZHUB 554E-454E-364E-284E-224E_MCO006638A_D.TIF> to change print settings.

= You can change print settings only for jobs saved from the PCL driver.

Settings

Description

[No. of Sets]

Specify the number of copies to be printed.

[Print]

Select the print sides of paper.

[Color] Select colors for printing.
[Finish- [Staple] Select the binding positions for sheet stapling.
ing] [Punch] Select binding positions when punching sheets.
[Position Select a desired staple or hole-punch position.
Setting]
4 Press the Start key.

Printing starts.

Tips

There following restrictions apply when you execute universal print operations on the client machine.

Print jobs are sent from a storage machine to a client machine without being encrypted.

To use the staple and punch functions, the optional devices compatible with a client machine must be
installed on the machine.

If the same user simultaneously logs in to multiple client machines, it may result in a print job malfunc-
tion or printing failure.

If the print receiving port of a client machine is busy, universal print jobs are queued.

Ifimage processing is performed using the printer driver, color settings on the print settings window are
not applied even if they are changed.

If the client machine is a black-and-white device, the machine always prints in black and white even if
it is set to print in color.

Even if a registered user is deleted from the MFP or the external server, that registered user's print jobs
that are stored on the storage machine are not deleted. Such print jobs require actions of the adminis-
trator to delete.
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7.8 Troubleshooting

7.8.1 Main messages and remedies

Message

Cause

Remedy

[Failed to send the Print
job(s).]

The system could not check
the communication status to
the primary and secondary
destinations specified in LK-
114_ManagerPort.

User: If [OK] is clicked, the print job is
deleted automatically.

Check the communication of the desti-
nation, then execute the print job again.

A sending error has occurred
during data transmission.

User: If [OK] is clicked, the print job is
left in the spooler as an error.

Check the communication of the desti-
nation, then execute the print job again.

[Problem detected in the Cli-
ent machine. Turn the main
power OFF and then ON
again to resolve the error. If
the trouble code appears
again, please contact the Ad-
ministrator.]

A fatal error has occurred on
a client machine.

User: Restart the client machine.
Administrator: Check the settings of the
client function using LK-114_Setup-
Tool or the Control Panel of the MFP.

[Printer RX Port cannot be
used. Please Contact the Ad-
ministrator.]

The MFP port is not availa-
ble.

Administrator: Check port settings in
LK-114-ManegerPort.

[Problem detected in Store
Print Documents. Turn the
main power OFF and then
ON again to resolve the error.
If the trouble code appears
again, please contact the Ad-
ministrator.]

Afatal error has occurredin a
storage machine.

User: Restart the storage machine.

Administrator: Check the settings of the
storage function using LK-114_Setup-
Tool or the Control Panel of the MFP.

[Store Print Documents is in-
valid.]

The storage machine setting
is disabled.

Administrator: Enable the storage func-
tion setting using LK-114_SetupTool or
the Control Panel of the MFP.

[TX Timeout has occurred.]

Processing has timed out.

Administrator: Change the timeout value
specified for the storage function in LK-
114_SetupTool or on the Control Pan-
el of the MFP.

[Incorrect Universal Print
Group setting. Please con-
tact the Administrator.]

A client machine is not regis-
tered in the universal print
group settings registered in
the storage machine.

Administrator: Register the MFP in the
same universal print group as for the
storage machine using LK-114_Setup-
Tool or the Control Panel of the MFP.

[In progress. Please try again
after sometime.]

Operation is not possible be-
cause the MFP is processing.

User: Rerun the job.

[Store Print Documents is
starting. Please try again lat-
er.]

Operation is not possible be-
cause the storage machine is
active.

User: After the storage machine has
started, rerun the job.

[The number of documents is
nearing the max. limit. Please
contact the Administrator.]

Seventy percent or more of
the maximum (10,000 docu-
ments) are registered.

Administrator: Delete unnecessary print
jobs on the document list window.

[In Store Print Documents,
the HDD Spool Storage
space is nearing the max.
limit. Please contact the Ad-
ministrator.]

Seventy percent or more of
documents are registered in
the 5GB HDD.

Administrator: Delete unnecessary print
jobs on the document list window.

[The number of Files is near-
ing the max. Spool Limit. De-
lete the files.]

Seventy percent or more of
the maximum (100 docu-
ments) are registered by us-
ers who have logged in.

User: Delete unnecessary print jobs on
the document list window.
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Message

Cause

Remedy

[Some Documents could not
be processed. Please try
again later.]

Failed to complete the pro-
cessing operation because
the target document is cur-
rently being used in a storage
device.

User: Rerun the job.
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7.9 Appendix
7.9.1 Creating LK-114_InstallTool (For the Administrator)

Creating LK-114_InstallTool

If the user's computer provides no administrator privileges, create LK-114_InstallTool required to install LK-
114_ManagerPort and the printer driver.

The procedure for creating LK-114_InstallTool is as follows.
° Creating a printer driver setup file using Driver Packaging Utility
° Creating LK-114_InstallTool using LK-114_InstallerCreateTool

@ Reference

Before using Driver Packaging Utility, install the printer driver required to create a printer driver setup file.
For details on how to install the printer driver, refer to "User's Guide[Print Operations]/[Printing in the Windows
Environment |".

Creating a printer driver setup file
Create a printer driver setup file using Driver Packaging Utility.
Copy Driver Packaging Utility to any folder on the computer in advance.

v Thistask requires the user ID, domain, and password of the user with the computer's administrator priv-
ileges.
v The following describes how to create a printer driver setup file in the Windows 7 environment.

From the Start menu, click [Devices and Printers].

- If [Devices and Printers] is not displayed, select [Control Panel] - [Hardware and Sound], and click
[View devices and printers]. When [Control Panel] is displayed in an icon view, double-click [Devices
and Printers].

Right-click the icon of the target printer, then click [Printer properties].

Click the [Configure] tab, then click [Obtain Settings].

Clear the [Auto] check box, then click [OK].

Double-click [DPU.exe].

= If the [User Account Control] window appears, click [Continue] or [Yes].
Driver Packaging Utility starts.

Read the license agreement, then click [Agree].

The Driver Packaging Utility window appears.

On the [Edit] menu, click [Add Printer].
This displays a list of Standard TCP/IP Port printers that are installed on the computer.

Select the printer driver to be used for LK-114_ManagerPort, then click [OK].
Click the [Preferences] tab, then select [Copy from this printer].
Click the [Driver] tab.

Click [Browsel], specify the path to the printer driver, then click [OK].

=> In this step, specify the printer driver file in the printer driver folder that is not yet installed, instead
of the printer driver file installed in the [Program Files] folder.

Click the [Port] tab.
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Type "LK-114_ManagerPort" in [IP Address/Host Name], then click [OK].

The added printer name is displayed.
From the [File] menu, click [Save As].

Enter the required items.

- Enter any name in [Package Name].

- Select the [Switch to the following user when executing the package] check box, then enter the user
name, password, and domain of the user who has administrator privileges of the distribution desti-
nation.

Click [Save].

A package (printer driver setup file) is created. When creation is completed, the completion screen ap-
pears.

Click [OK].
Tips

After creating a printer driver setup file, select the [Auto] check box on the [Obtain Settings] window,
which is cleared in step 4.

Creating LK-114_InstallTool

Create LK-114_InstallTool to be distributed to the user's computer using LK-114_InstallerCreateTool.

Copy LK-114_InstallerCreateTool to any folder on the computer in advance.

v

This task requires the user ID, domain, and password of the user with the computer's administrator priv-
ileges.

Open the [LK-114_InstallerCreateTool] folder, then double-click [InstCreater.exe].
LK-114_InstallerCreateTool starts.

Enter the [User ID], [Domain], and [Password] of the user with administrator privileges, then click [Add
a driver].

Specify the folder created using Driver Packaging Utility, select the printer driver setup file (exe), then
click [Open].

- Specify the printer driver compatible with the user's computer.

Select the desired printer driver, then click [Create an installer].

= In [Driver name], change the name of the printer driver setup file (exe) as necessary.
LK-114_InstallTool is created. When creation is completed, the creation completion window is dis-

played.
Click [OK].

The [LK-114_InstallTool_yyyymmddhhmmss] folder is created in the [LK-114_InstallerCreateTool] fold-
er. "yyyymmddhhmmess" indicates the date and time when LK-114_InstallTool has been created.

@ Reference

When distributing a device definition file with LK-114_InstallTool, place the device definition file at the same
level as for the [LK-114_InstallTool_yyyymmddhhmmss] folder. For details on the device information file, refer
to page 7-27.
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7.9.2

7.9.3

Uninstalling LK-114_ManagerPort and Printer Driver

Uninstalling LK-114_ManagerPort
Uninstall LK-114_ManagerPort from the computer.

4
4

Administrator privileges are required to perform this task.
Before uninstallation, check that [LK-114_ManagerPort] is not used on the driver/port selection window

in the LK-114_ManagerPort settings.
Display a window to uninstall the program.

= In Windows 8/8.1, while pressing the [Windows] (@@ <5G-21_MC0010305A_D.EPS>) key, press the [X] key,
and then click [Programs and Features] in the displayed menu.

= In Windows Vista/7, open the Start menu, then click [Programs and Features] (or [Programs)).

Select [LK-114_ManagerPort] to execute uninstallation.

Restart the computer.

LK-114_ManagerPort uninstallation is then completed.

Uninstalling the printer driver

Uninstall the printer driver from the user's computer

v

Administrator privileges are required to perform this task.

Display a window to uninstall the program.

= In Windows 8/8.1, while pressing the [Windows] (@@ <5G-21_MC0010305A_D.EPS>) key, press the [X] key,
and then click [Programs and Features] in the displayed menu.

=> In Windows Vista/7, open the Start menu, then click [Programs and Features] (or [Programs]).

Select the printer driver to be uninstalled, then click Uninstall.

Restart the computer.

This completes the uninstallation of the printer driver.

Device Definition File (For the Administrator)

The device definition file is an xml file that contains device information.

Creating device information reduces the number of steps required to enter device information in the LK-
114_ManagerPort settings.
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The xml hierarchical structure of the device definition file is as follows.

1——<?xml version="1.0" encoding="utf-8"7?>
<DeviceSettings>
<Storage>
<MFP>
<Address>
<Port>
<Name>

&~ W N

<Client>

<MFP>
<Address>
<Port>
<Name>

BIZHUB_554E-454E-364E-284E-224E_MCO006633A_D 01 .F

N O O

No. Tag Description
1 <?xml version="1.0" encod- Describe the xml version and encode.
ing="utf-8"?>
2 <Address> Describe the IP address or printer name of the storage
machine.
<Port> Describe the storage machine port.
<Name> Describe the explanation about the storage machine.
<Address> Describe the IP address or printer name of the client ma-
chine.
<Port> Describe the client machine port.
<Name> Describe the explanation about the client machine.

When creating a device definition file, be sure to note the following points.

° Add MFP device information on an <MFP> tag basis. Multiple <MFP> tags can be described depending
on the number of MFPs.

° MFP device information in the <Storage> and <Client> tags is displayed in the [Device] list of the LK-
114_ManagerPort communication setting window.

- [Device] list of [Primary device information]: MFP device information in the <Storage> tag
- [Device] list of [Secondary device information]: MFP device information in the <Storage> tag and MFP
device information in <Client> tag

° The [Device] list is displayed in the format, "value of <Name> tag and (value of <Address> tag)".
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8.1

Managing Confidential Information Securely
(Trusted Platform Module)

TPM

TPM (Trusted Platform Module) is a hardware chip used for data encryption and decryption. Using TPM al-
lows you to securely manage confidential information such as certificates and passwords of this machine.

The TPM key for encrypting confidential information of this machine is saved in the dedicated storage areas
provided on the TPM chip. These storage areas cannot be accessed from external devices; therefore, confi-
dential information can be stored securely.

The information required to decrypt the TPM key can be backed up in USB memory, taking into account cas-
es such as when the TPM chip needs to be replaced.

Using TPM allows you to manage the following confidential information securely.

Digital certificate

Administrator password

User Box administrator password

Log administrator password

User password

Account track password

HDD encryption passphrase

HDD lock password

SNMP server password

WebDAV server password

Remote panel password (when directly accessing this machine from another computer on the network)
Wireless LAN Adapter

Tips
° To use this function, the optional i-Option LK-115 v2 is required.
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8.2 Enabling TPM

Enable TPM on this machine.
1 Tap [Utility] - [Administrator Settings] - [Security Settings] - [TPM Setting] - [TPM Function Settings].
2 Tap [Enable].

Tips

° If TPM is switched from Enable to Disable on this machine, all confidential information is decrypted,
except for the user password and account track password.
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8.3 Backing up the TPM Key

The information required to decrypt the TPM key can be backed up in USB memory, taking into account cas-
es such as when the TPM chip needs to be replaced.

1
2

Insert a USB memory device into the USB port of the machine.
Tap [Utility] - [Administrator Settings] - [Security Settings] - [TPM Setting] - [TPM Key Backup].

Tap [Restoration Password], then enter the password to decrypt the TPM key (using between 12 and
64 ASCII characters).

Tap [Start].

The TPM key is saved in USB memory.
- Do not remove the USB memory device during the backup process.
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8.4 Restoring the TPM Key
The information required to decrypt the TPM key can be restored from the USB memory device to this ma-
chine.
Tips
° The restoration of the TPM key is performed by your service representative. For details, contact your
service representative.
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9 Using My Panel Manager

9.1 Operations Using My Panel Manager

If My Panel Manager is installed in the user's environment, the user can customize the Touch Panel or ad-
dress book in an MFP, and share the same operating environment among multiple MFPs. Customized infor-
mation is centrally managed on a server; therefore, a change at a specific portion is reflected on all MFPs,
realizing the same operability in multiple MFPs.

My Panel Manager has the following major two functions.

° My Panel: Allows the user to provide the customized Touch Panel environment.

° My Address: Allows the user to provide the dedicated address book on a server.

This section explains how to use My Panel and My Address on this machine.

1 Tips

The following preparation is required to associate this machine with My Panel Manager.
° Install Enterprise Suite and My Panel Manager on the server on the network.

. Purchase the application and device licenses required to operate My Panel Manager, and register
them on this machine.

° Set this machine to Permitted Functions in My Panel Manager.

@ Reference

For details on My Panel Manager, refer to the My Panel Manager manual.
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9.2 Using My Panel
9.2.1 Available Operations When Using My Panel
My Panel allows the user to provide the customized Touch Panel environment.
If necessary, settings can be changed so that the frequently used functions are displayed preferentially. The
display language can also be changed for each user. Further, the user can customize the environment to use
the Web browser that is one of the advanced functions.
To customize the Touch Panel, use the Touch Panel or My Panel Manager on this machine.
@Reference
For details on the association with the Web browser, refer to page 3-18.
9.2.2 How to Use My Panel

Displaying Main Menu
You can customize the main menu using the My Panel function.

You can freely arrange the frequently used functions and shortcuts in the setting memory (copy program,
fax/scan program) on the main menu.

Select function to use.

Web @

Browser

To display the Main Menu, select the Main Menu as the initial screen that is displayed after you have logged
in to this machine.

Precautions when using My Panel

Note the following points when using the My Panel function.

° If My Panel is being used for the first time, the Main Menu is displayed after you have logged in to this
machine.

° Only the specified user can register, edit or delete My Panel.

° The administrator of this machine cannot operate My Panel of a user.

° Only the information registered on the login MFP is available in the setting memory (copy program and
fax/scan program).

° The operating environment specified in My Panel may not be available depending on which functions
are enabled or which optional units are installed in the login MFP.

° Some server connection conditions may cause an error when registering, editing, or deleting My Panel.
If an error occurs, check the network connection.
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9.2.3 Customizing the My Panel Operating Environment

If you log in to this machine as a user registered in My Panel Manager, you can customize the environment

of the panel.

Tap [Utility] - [My Panel Settings] - [Language Setting] or [Measurement Unit Settings], and configure
panel environment settings.

Settings

Description

[Language Setting]

Select the language you want to use on My Panel from the languages available
in the MFP.

[Measurement Unit Set-
tings]

Select a length unit to be used on My Panel.

9.2.4 Customizing the Screen in Each Mode

Changing the main screen of copy mode

If you log in to this machine as a user registered in My Panel Manager, you can customize the screen in copy

mode.

Select [Utility] - [My Panel Settings] - [Copier Settings], and configure settings for the main screen when
using copy mode on this machine.

Settings Description
[Default Tab] Select the initial display of the main screen when in copy mode.
e [Basic]: Displays the normal screen of this machine.
¢ [Quick Copy]: Displays the setting items of basic settings screen in a single
screen. This function is helpful when configuring multiple settings at one
time.
[Quick Settings Arranges copy setting or copy program keys in the main screen when in copy
1]/[Quick Settings 2] mode.
[Default Paper Type Select whether to preferentially display custom paper with which a given paper
Display] name and type have been registered when selecting the paper type for the pa-

per tray.

e [Standard Paper]: Preferentially displays the paper registered on this ma-
chine in advance.

e [User Paper Name]: Preferentially displays custom paper registered by the
administrator arbitrary.

You can specify this option when custom paper is registered by the adminis-

trator.

Changing function keys in copy mode

If you log in to this machine as a user registered in My Panel Manager, you can select function keys to be
displayed in the print settings screen in user box mode. You can register up to 14 function keys.

v To change a function key to be displayed in the main screen, permit a change of a function key in ad-
vance (default: [Restrict]). For details, refer to "User's Guide[Descriptions of Functions/Utility

Keys]/[Utility]".

Tap [Utility] - [My Panel Settings] - [Function Display Key (Copy/Print)], and select a function to be as-
signed to the function key.

Changing the main screen in scan/fax mode

If you log in to this machine as a user registered in My Panel Manager, you can customize the screen in

scan/fax mode.
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9.2.5

1 Select [Utility] - [My Panel Settings] - [Scan/Fax Settings], and configure settings for the main screen
when using fax/scan mode in this machine.

Settings Description

[Default Tab] Configure the default main screen in fax/scan mode.

[Program Defauli] Select a page to be displayed in the main screen of [Program].

[Address Book Index Select the index and destination type that are initially shown when [Address
Default] Book] is displayed.

¢ [Index]: Select the index search text that has been selected when the des-
tination was registered.

e [Address Type]: Select a destination type to be displayed such as E-mail,
fax and user box.

[Default Address Sort Select the list order of destinations to be displayed in [Address Book] between
Method] registration number and registration name.

[Default Address Dis- Select the display in [Address Book] between button and list.
play Method]

Changing function keys in fax/scan mode

If you log in to this machine as a user registered in My Panel Manager, you can select function keys to be
displayed in the main screen in scan/fax mode, send and save settings screens in user box mode. You can
register up to seven function keys.

v To change a function key to be displayed in the main screen, permit a change of a function key in ad-
vance (default: [Restrict]). For details, refer to "User's Guide[Descriptions of Functions/Utility
Keys)/[Utility]".

1 Tap [Utility] - [My Panel Settings] - [Function Display Key (Send/Save)], and select a function to be as-
signed to the function key.

Changing the main screen in user box mode

If you log in to this machine as a user registered in My Panel Manager, you can customize the screen in user
box mode.

1 Select [Utility] - [My Panel Settings] - [User Box Settings], and configure settings for the main screen
when using user box mode in this machine.

Settings Description
[Default Tab] Select a type of a User Box to be displayed in the main screen in user box
mode.

[Shortcut Key 1]/[Short- | Arrange up to two shortcut keys for frequently used System User Boxes in the
cut Key 2] main screen in user box mode.

Customizing the Main Menu

Arranging the frequently used functions on the main menu

If you log in to this machine as a user registered in My Panel Manager, you can freely arrange the frequently
used functions and shortcuts to the setting memory (copy program, fax/scan program) in the main menu.

A shortcut key to be arranged in the main menu is referred to as a main menu button. Up to 25 types of main
menu buttons can be registered on this machine.

1 Tap [Utility] - [My Panel Settings] - [Main Menu Settings], and select a function you will assign to the
main menu key.

Settings Description

[Function] Registers a shortcut key to each of the [Copy], [Scan/Fax], [Fax], [User Box],
[Web Browser], and [APP] functions.
To register the Web browser function, enable it on this machine.
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Settings

Description

[Copy Function Set-
tings]

Registers shortcut keys for the following copy settings.
[Color Mode]

[Paper Setting]

[Zoom]

[Duplex/Combine]

[Finishing]

[Density]

[Original Type]

[Scan/Fax Function
Settings]

Registers shortcut keys for the following scan/fax settings.
[Simplex/Duplex]

[Resolution]

[Color Mode]

[File Typel]

[Scan Size]

[File Name/Subject/Other]

[Copy Program Set-
tings]

Registers shortcut keys for the copy program.
This category can be selected when a copy program is registered on MFP.

[Scan/Fax Program
Settings]

Registers shortcut keys for the fax/scan program.
This category can be selected when a fax/scan program is registered on MFP.

[System User Box]

Tips

Registers shortcut keys for the following System User boxes.
[Secure Print]

[Memory RX]

[ID & Print]

[Bulletin Board]

[Polling TX]

[Annotation]

[File Re-TX]

[Password Encrypted PDF]

[External Memory]

° If you have assigned a copy or fax/scan program to the appropriate main menu key, you can select an
icon that is to be displayed in the main menu by tapping the [Icon] on [Main Menu Settings] screen.

° If the OpenAPI application is registered on the MFP, you can arrange keys for the registered applica-
tions or registered application groups in the main menu. For details, contact your service representa-

tive.

Changing the initial screen when using My Panel

If you log in to this machine as a user registered in My Panel Manager, you can select the screen displayed

after logging in.

1 Tap [Utility] - [My Panel Settings] - [Initial Screen Settings], and select the initial screen to be displayed

after logging in.

Tips

° The [Web Browser] can be selected when its function is enabled on this machine.
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9.3 Using My Address
9.3.1 My Address
Operations using My Address
My Address allows the user to provide the dedicated address book on a server.
This function registers only the user's addresses, enabling the user to easily select an address. It also pre-
vents a sending error, for example, sending of data to an incorrect address. The address book is shared on
the server; therefore, the user does not need to register addresses for each MFP.
To specify addresses, use the Touch Panel or My Panel Manager on this machine.
Classification of addresses
Using the My Address function allows the user to classify addresses into the following two types.
Type Description
My Address A dedicated address. Registered information is managed on the server.
e Address Book and Group can be registered.
e Program cannot be registered.
e Only the specified user can register, edit, or delete My Address.
e My Address can be accessed from any MFP, in which the My Address
function is available.
e The user can obtain an address from the server when logging in to an MFP.
Public Address An address registered in the login MFP.
e Address Book, Group, and Program can be registered.
e A public address can also be registered, edited, or deleted by a user other
than the specified one.
e A public address is available only in the login MFP.
9.3.2 How to Use My Address

Tap [Address Book] - [Personal], and select a desired one of the destinations registered in My Address.

Public

Job History
Addr. Search

Address Reg.

1 Tips

° My Address does not allow the user to search for a destination using an index.

° User Box is available only on the MFPs with destinations registered.

° My Address may not send data to a specified destination depending on which functions are enabled or

which optional units are installed in the login MFP.

° Some server connection conditions may cause a writing error when My Address is changed. If an error

occurs, check the network connection.

[Advanced Function Operations]



9.3

Using My Address

9.3.3

Registering My Address

Registering Address Book (Personal)

Up to 100 one-touch destinations can be registered in My Address.

Log in to this machine as a user registered in My Panel Manager.

Tap [Utility] - [One-Touch/User Box Registration] - [Create One-Touch Destination] - [Address Book
(Personal)].

Tap [New].

Select a type of the destination to be registered, and enter destination information.

Registering a group
Up to 10 groups (up to 100 Address Books per group) can be registered in My Address.

v

To register a group, you must register the one-touch destinations to be added to the group in advance.
Log in to this machine as a user registered in My Panel Manager.

Tap [Utility] - [One-Touch/User Box Registration] - [Create One-Touch Destination] - [Group].

Tap [Personal], then tap [New].

Check that [Personal Group] is selected in [Registered Address], and enter the required items.

= Tapping [Select Group] displays a list of addresses registered in My Address. Select an address to
be included in a group from the list.

Copying an address from the public address book to My Address Book
Copy an address registered in the public address book to My Address.

Log in to this machine as a user registered in My Panel Manager.

Tap [Utility] - [One-Touch/User Box Registration] - [Create One-Touch Destination] - [Address Book
(Public)].

Select a type of the address to be copied to My Address.

This displays a list of registered addresses.
Select an address to be copied to My Address, then tap [Copy to Personal Addr.].

Select [Yes] on the confirmation screen, then tap [OK].

The selected address is copied to My Address.

Tips
A group cannot be copied between My Address and the public address book.

Copying an address from My Address to the public address book

Copy an address registered in My Address to the public address book on this machine.

Log in to this machine as a user registered in My Panel Manager.

Tap [Utility] - [One-Touch/User Box Registration] - [Create One-Touch Destination] - [Address Book
(Personal)].

The Address Book (Personal) list appears.
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3 Select an address to be copied to the public address book on this machine, then tap [Copy to Shared
Addr.].

4 Select [Yes] on the confirmation screen, then tap [OK].

The selected address is copied to the public address book.

Tips
° A group cannot be copied between My Address and the public address book.
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